THE DEVELOPMENT OF STATIC DIVING SYSTEM USING BALLAST TANK

NUR AIZAT BIN HAJI EMBOK CHENI

This Report Is Submitted In Partial Fulfillment of Requirement For The Bachelor Degree of Electronic Engineering (Industrial Electronic) with honours

Faculty Electronic Engineering and Computer Engineering
University Technical Malaysia Mallaca

June 2013
UNIVERSITI TEKNIKAL MALAYSIA MELAKA
FAKULTI KEJURUTERAAN ELEKTRONIK DAN KEJURUTERAAN KOMPUTER
BORANG PENGESAHAN STATUS LAPORAN
PROJEK SARJANA MUDA II

THE DEVELOPMENT OF STATIC DIVING SYSTEM USING BALLAST TANK

Tajuk Projek :

Sesi Pengajian :

Saya NUR AIZAT BIN HAJI EMBOK CHENI mengaku membenarkan Laporan Projek Sarjana Muda ini disimpan di Perpustakaan dengan syarat-syarat kegunaan seperti berikut:
1. Laporan adalah hakmilik Universiti Teknikal Malaysia Melaka.
2. Perpustakaan dibenarkan membuat salinan untuk tujuan pengajian sahaja.
3. Perpustakaan dibenarkan membuat salinan laporan ini sebagai bahan pertukaran antara institusi pengajian tinggi.
4. Sila tandakan (✓) :

☐ SULIT*

*(Mengandungi maklumat yang berdasarkan keselamatan atau kepentingan Malaysia seperti yang termaktub di dalam AKTA RAHSIA RASMI 1972)

☐ TERHAD**

**(Mengandungi maklumat terhad yang telah ditentukan oleh organisasi/badan di mana penyelidikan dilakukan)

☐ TIDAK TERHAD

Disahkan oleh:

(TANDATANGAN PENULIS) (CUP DAN TANDATANGAN PENYELIA)

AHMAD NIZAM BIN MOHD JAHARI @ JOHARI
Fungsipun
Fakulti Kejuruteraan Elektronik Dan Kejuruteraan Komputer
Universiti Teknikal Malaysia Melaka (UTM)
Jiang Tuah Jaya
76100 Durian Tunggal, Melaka

Tarikh: 14/ JUNE/ 2013

© Universiti Teknikal Malaysia Melaka
“I declare this report is the result of my own work except that such each summaries and citations I explain the only source”

Signature : 
Author : NUR AIZAT BIN HAJI EMBOK CHENI
Date : 14 JUNE 2013
"I declare that I have read this thesis and in my opinion this thesis is sufficient in terms of scope and quality for award of degree of Bachelor of Electronic Engineering (Industrial Electronic)."

Signature: ..........................................
Supervisor Name: AHMAD NIZAM BIN MOHD JAHARI
Date: 14 JUNE 2013
Dedicated, in thankful appreciation for support, encouragement, understandings to my beloved mother and father
ACKNOWLEDGEMENT

Bismillahirahmannirahim, In the name of Allah and Most Merciful Peace and Blessing be upon His Prophet Muhammad S.A.W. Firstly I would glade to wish an express gratitude to Allah S.W.T for His grace the consent and with his help I managed to finish this project together with my thesis.

This research project would not have been possible without the support of many people. A lot of problem occurs and during the period when I start doing my project, and all the difficulties and challenges I have confronted. Thanks to my supervisor, Mr. Ahmad Nizam Bin Mohd Jahari @ Mohd Johari who was abundantly helpful and offered invaluable assistance, support and guidance. With his guidance and supported from many people, I finally had finish the project due to the time that being given. Although, it will give me a big credit to myself for what I had achieved in my final year project.

Deepest gratitude is also due to the members of the supervisory committee which at Faculty Engineering of Electric, without whose knowledge and assistance this study would not have been successful. Thanks also for sharing their literature, invaluable assistance and for providing the financial and laboratory facilities.

Finally, an honorable mention goes to our families and friends for their understandings and supports on us in completing this project. Without helps of the particular that mentioned above, we would face many difficulties while doing this. An express thank you to my beloved parents and friends by providing me a sponsor and a support, without them I could not do well in my final year project. May god bless all those who have helped me to achieve this project.
ABSTRACT

This project report is to have a static diving in underwater. One of the movements in the water is static movement. Static movement is a movement which in vertical. Static diving is important to ROV because it maintain their stability when dive into water. This stability is important for maintaining human safety and prevents any harm and damage. For example, the ROV bring an equipment to install it in underwater. If that ROV can’t control their stability, the component probably will fall. To achieve this stability, an application that name ballast tank can be used to dive in static movement or vertical. The submarine, ROV or other prototype also used a ballast tank to have a static diving. An air compressor, motor pump, syringe and much more can be used together with a ballast tank to have a static movement. A static diving technology which used a ballast tank to make the prototype submerge and float into water by controlled by PIC. The PIC will be used to control the ballast tank by adjusting which port being used and apply it to ballast tank.
ABSTRAK

TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>CHAPTER</th>
<th>TITLES</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>PROJECT TITLE</td>
<td>i</td>
</tr>
<tr>
<td></td>
<td>AUTHORIZATION FORM</td>
<td>ii</td>
</tr>
<tr>
<td></td>
<td>DECLARATION</td>
<td>iii</td>
</tr>
<tr>
<td></td>
<td>DEDICATION</td>
<td>v</td>
</tr>
<tr>
<td></td>
<td>ACKNOWLEDGEMENT</td>
<td>vi</td>
</tr>
<tr>
<td></td>
<td>ABSTRACT</td>
<td>vii</td>
</tr>
<tr>
<td></td>
<td>ABSTRAK</td>
<td>viii</td>
</tr>
<tr>
<td></td>
<td>TABLE OF CONTENTS</td>
<td>ix</td>
</tr>
<tr>
<td></td>
<td>LIST OF FIGURES</td>
<td>xiii</td>
</tr>
<tr>
<td></td>
<td>LIST OF ABBREVIATIONS</td>
<td>xv</td>
</tr>
<tr>
<td></td>
<td>LIST OF APPENDICES</td>
<td>xvi</td>
</tr>
</tbody>
</table>

I  INTRODUCTION

1.1 Chapter Overview 1
1.2 Introduction 1
1.3 Problem Statement 2
1.4 Objectives 3
1.5 Scope of Project 3
1.6 Thesis Outline 3

II  LITERATURE REVIEW
2.1 Background ballast tank ................................. 5
2.2 Concept of buoyancy ..................................... 6
2.3 Types of ballast tank .................................... 7
2.3.1 Enclosed ballast tank ............................... 7
2.3.2 Flexible ballast tank ................................ 8
2.3.3 Piston ballast tank ................................ 8
2.3.4 Ballast with a below or membrane ............... 9
2.3.5 Pump operated ballast tank ....................... 9
2.3.6 Air pressure tank .................................. 10
2.4 Previous result-result analysis ....................... 10
   2.4.1 A journal that used an air pressure tank ....... 10
   2.4.2 A journal that used an air compressor system 12
   2.4.2 A journal that used a hydraulic pumping system 13
2.4.3 A journal that used a syringe ballast tank ..... 14
2.4.4 A journal that used two ballast tank ........... 15

III METHODOLOGY

3.1 Chapter Overview ....................................... 16
3.2 Project Flow Chart ................................... 17
  3.2.1 Theoretical study about underwater and ballast tank 17
  3.2.2 Design the project structure with ballast tank .... 19
  3.2.3 Apply and write the program code for PIC .......... 20
  3.2.4 Apply the theory buoyant into structure .......... 22
  3.2.5 Apply and test the PIC to conduct the ballast tank 24

IV RESULT AND DISCUSSION
4.1 Chapter Overview 25
4.2 Body Structure 26
4.3 Three element to produce a static diving 27
4.3.1 Motor pump 2 way 27
4.3.2 Enclosed ballast tank 28
4.3.3 Flexible ballast tank 29
4.4 Ballast Tank Operation 30
4.5 Hardware Development 31
4.5.1 Motor pump 31
4.5.2 Enclosed ballast tank 34
4.5.3 Flexible ballast tank 34
4.6 Circuit 35
4.6.1 H bridge motor being applied at ISIS software 36
4.6.2 PCB layout for H-bridge 37
4.6.3 PCB layout for controller circuit 38
4.7 Overall Result 39
4.7.1 UP condition 39
4.7.2 DOWN condition 40
4.7.3 Relay condition 41
4.8 Analysis 42
4.8.1 How to calculate Buoyancy 42
4.8.2 Analysis when ROV sinks 45
4.8.3 Analysis when ROV floats 47

V CONCLUSION AND RECOMMENDATION
5.1 Conclusion 49
5.2 Future Work and Recommendation 50

REFERENCE 51

APPENDICES

Appendix A 53
Appendix B 54
Appendix C 55
Appendix D 57
Appendix E 58
### LIST OF FIGURE

<table>
<thead>
<tr>
<th>FIGURE NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>Ballast Tank</td>
<td>5</td>
</tr>
<tr>
<td>2.2</td>
<td>Buoyancy</td>
<td>7</td>
</tr>
<tr>
<td>2.3</td>
<td>Enclosed Ballast Tank</td>
<td>7</td>
</tr>
<tr>
<td>2.4</td>
<td>Flexible Ballast Tank</td>
<td>8</td>
</tr>
<tr>
<td>2.5</td>
<td>Piston Ballast Tank</td>
<td>8</td>
</tr>
<tr>
<td>2.6</td>
<td>Membrane Ballast Tank</td>
<td>9</td>
</tr>
<tr>
<td>2.7</td>
<td>Pump Operated Ballast Tank</td>
<td>9</td>
</tr>
<tr>
<td>2.8</td>
<td>Air Pressure Tank</td>
<td>10</td>
</tr>
<tr>
<td>2.9</td>
<td>Air Pressure Tank</td>
<td>11</td>
</tr>
<tr>
<td>2.10</td>
<td>Basic concept for Ballast Tank</td>
<td>12</td>
</tr>
<tr>
<td>2.11</td>
<td>Hydraulic Pumping System</td>
<td>13</td>
</tr>
<tr>
<td>2.12</td>
<td>Syringe Ballast Tank</td>
<td>14</td>
</tr>
<tr>
<td>2.13</td>
<td>Compressed Ballast Tank</td>
<td>15</td>
</tr>
<tr>
<td>3.1</td>
<td>Flow Chart</td>
<td>17</td>
</tr>
<tr>
<td>3.2</td>
<td>A single ballast tank at the middle</td>
<td>18</td>
</tr>
<tr>
<td>3.3</td>
<td>Example function of ROV</td>
<td>18</td>
</tr>
<tr>
<td>3.4</td>
<td>H-bridge controlling motor</td>
<td>20</td>
</tr>
<tr>
<td>3.5</td>
<td>The CCSC Compiler and Proteus</td>
<td>21</td>
</tr>
<tr>
<td>3.6</td>
<td>The concept of Buoyancy principle</td>
<td>22</td>
</tr>
<tr>
<td>3.7</td>
<td>The concept of Archimedes principle</td>
<td>23</td>
</tr>
<tr>
<td>3.8</td>
<td>PIC control the submarine</td>
<td>24</td>
</tr>
<tr>
<td>4.1</td>
<td>Body structure</td>
<td>26</td>
</tr>
<tr>
<td>4.2</td>
<td>Motor Pump 2 way</td>
<td>27</td>
</tr>
<tr>
<td>4.3</td>
<td>Enclosed Ballast Tank</td>
<td>28</td>
</tr>
</tbody>
</table>
4.4 Flexible Ballast Tank
4.5 3 elements to had a static diving
4.6 Silicon
4.7 PVC Pipe
4.8 Electric Glue
4.9 Black Tape
4.10 Basic Circuit Motor
4.11 ISIS circuit
4.12 PCB layout for H-bridge
4.13 PCB layout for Controller
4.14 ISIS UP Condition
4.15 ISIS DOWN Condition
4.16 ISIS Relay Condition
4.17 ROV sinks
4.18 ROV floats

LIST OF TABLE
<table>
<thead>
<tr>
<th>NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>4.1</td>
<td>Density Table</td>
<td>43</td>
</tr>
<tr>
<td>4.2</td>
<td>Table Calculation</td>
<td>44</td>
</tr>
<tr>
<td>4.3</td>
<td>Time takes for ROV to sink</td>
<td>46</td>
</tr>
<tr>
<td>4.4</td>
<td>Time takes for ROV to floats</td>
<td>48</td>
</tr>
</tbody>
</table>

LIST OF ABBREVIATIONS
<table>
<thead>
<tr>
<th>Abbreviation</th>
<th>Full Form</th>
</tr>
</thead>
<tbody>
<tr>
<td>DC</td>
<td>Direct Current</td>
</tr>
<tr>
<td>PIC</td>
<td>Peripheral Interface Controller</td>
</tr>
<tr>
<td>BT</td>
<td>Ballast Tank</td>
</tr>
<tr>
<td>I/O</td>
<td>Input Output</td>
</tr>
<tr>
<td>CPU</td>
<td>Central Processing Unit</td>
</tr>
<tr>
<td>RAM</td>
<td>Random Access Memory</td>
</tr>
<tr>
<td>PC</td>
<td>Personal Computer</td>
</tr>
<tr>
<td>ROM</td>
<td>Random Only Memory</td>
</tr>
<tr>
<td>PCB</td>
<td>Printed Circuit Board</td>
</tr>
<tr>
<td>PSM</td>
<td>Projek Sarjana Muda</td>
</tr>
</tbody>
</table>
## LIST OF APPENDICES

<table>
<thead>
<tr>
<th>NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>PIC 16F877A DATASHEET PINS</td>
<td>53</td>
</tr>
<tr>
<td>B</td>
<td>PIC 16F877A DATASHEET</td>
<td>54</td>
</tr>
<tr>
<td>C</td>
<td>PROGRAM CODE</td>
<td>55</td>
</tr>
<tr>
<td>D</td>
<td>PICTURE</td>
<td>57</td>
</tr>
<tr>
<td>E</td>
<td>GANTT CHART</td>
<td>58</td>
</tr>
</tbody>
</table>
CHAPTER I

INTRODUCTION

In this chapter 1, it will include chapter overview, Introduction, problem statement, objective and scope of the project.

1.1 Chapter Overview

To start this project, the first term that must be known is about a ballast tank. What is ballast tank? Which these ballast tanks apply to? How these ballast tanks work? And much more. A theory about buoyancy must be understands and find the previous journal that related to this project. Then from that journal, design the project based on researched from previous journal.

1.2 Introduction

Submarine is a vehicle underwater that used to diving to the sea and one of term on their diving is a static diving. Static diving is a concept that can dive in a horizontal movement inside the underwater. The submarine got a problem to have a diving in static movement if it not used a ballast tank control system. To have this static diving, it used a concept of Buoyancy of the submarine. A concept of
buoyancy is difficult to adjust and if wrong, it will not make the submarine/ROV diving in static movement.

This buoyancy will relate to the ballast tank which a concept. When water start entering into the ballast tanks it can change from positive buoyancy, neutral and to negative buoyancy. To bring the water entering into ballast tank it can be used a motor, syringe, pump and much more. All the equipment which in mechanical, electric and electronic part that being apply to control the ballast tank submarine/ROV must be in good condition when it apply to the water.

To achieve this prototype successfully, the equipment that being used to equipped this ballast tank must be in suitable tools. The model design of ballast tank must be suitable design because in underwater, to have a static diving is difficult. From the previous journal, many ballast tank used a piston, air compressor and much more. But all of the ballast tank didn’t had any of sensor to calculate their depth of position.

1.3 Problem Statement

This project had a problem statement that must be face which is:

a) The submarine got a problem to have a diving in static movement if it not used a ballast tank control system.

b) A concept of buoyancy is difficult to adjust and if wrong, it will not make the submarine ROV diving in static movement.

c) All the equipment which is mechanical, electric and electronic part that being apply to control the ballast tank submarine/ROV must be in good condition when it apply to the underwater.

d) Don’t have a proper sensor that can be used in underwater part. Furthermore, this sensor and transducer play an important role in this control system. Sensor can be applied to calculate the depth of the underwater base and
transducer can be applied to underwater vehicle to calculate the position and measure the position of prototype inside the water.

1.4 Objectives

a) To develop and produce this ROV to had a static diving in underwater using ballast tank.

b) To understands the concept of buoyancy which a concept to make sure this static movement easy to conduct and successful.

c) To understands the concept of ballast tank which used motor to bring the water in and out. Then by using a controller to control the ballast tank.

d) To design a control system in PIC to conduct the submarine/ROV vehicle and the ballast tank.

1.5 Scope of Project

This scope of project is a flow to achieve of each objective. First is to start study the theoretical about underwater vehicle and ballast tank. Then design the body structure of submarine/ROV together with the ballast tank and used a good material on it. Next is applying the circuit of ballast tank and write the program code for PIC. If both concepts which are body structure and circuit are complete, apply the theory buoyant on that structure. If the buoyant is good than apply and test the PIC to conduct the ballast tank.

First is to study the theoretical about underwater vehicle and ballast tank. This theory will determine the body structure of prototype underwater vehicle and body structure of ballast tank. Furthermore, a theory about buoyancy and how to conduct a motor when it applies to underwater also being determined. To find all knowledge is from the internet, researched previous journal and small group discussion with supervisor.
Next is design the body structure. To design this body structure, software that name sketch up will be used to design this ballast tank. Make sure when designing this body structure, the hardware when it apply to build this ballast tank must be in good material.

Then apply a circuit together with the code of PIC. To conduct the circuit, a motor being used conduct either forward or reverse direction. The PIC being used to make the circuit more easily to control. From this circuit, a controller being used to determine the direction of the motor. The controller that being used is joystick play station 2.

After both circuit and body structure are successful, apply a theory of buoyancy to that prototype. This buoyancy is a finally method because this buoyancy only can be determine in a water. This concept of buoyancy will enable the prototype to have a static diving.

1.6 Thesis Outline

First chapter for this report is introduction. In this introduction there will have a sub topic which include a background study, objectives, problem statement and scope of project. In this first chapter, it will explain about the problem that found in diving underwater than the purpose on this project will clearly explain in objective part. To achieve this objective, the scope of the project will clearly explain in this chapter. On second chapter is the literature review, on this chapter it will explain about the previous-previous journal about the ballast tank. All the advantages and disadvantages will be explained clearly in this topic. On third chapter is methodology, it shows a flow on beginning to start this project until the project is finished. Each of flows and step will clearly explain what should be taken for this project. The fourth chapter is result and discussion, this part will cover about the result and analysis of this ballast tank project. Then it will discuss about time when ROV sink and float. Furthermore an analysis about the theory and calculation of buoyancy also being explain. The last chapter is conclusion, in this part, the achievement of this project objectives will be concluded either it achieved or not.
2.1 Background ballast tank

In submarine structure, had 3 different ways to locate this ballast tank.

<table>
<thead>
<tr>
<th>INSIDE THE PRESSURE HULL</th>
<th>OUTSIDE THE PRESSURE HULL AT ADDITIONAL TASKS</th>
<th>BETWEEN THE OUTER HULL AND PRESSURE HULL</th>
</tr>
</thead>
<tbody>
<tr>
<td><img src="image1.png" alt="Single Hull" /></td>
<td><img src="image2.png" alt="Saddle Tanks" /></td>
<td><img src="image3.png" alt="Double Hull" /></td>
</tr>
</tbody>
</table>

Figure 2.1: Ballast Tank
In these 3 different ways to locate the ballast tank, each of the ways had their advantages and disadvantages. For method one which in single hull their ballast tank is inside the submarine and it will make the size of the submarine is smaller. These ballast tanks have their own limit to bring the water in and out. This ballast tank is good to dive but not in a deep sea diving.

For the second method is a saddle tank, this saddle tanks will make the submarine larger but hard to adjust the quantity of the water to bring the submarine in a static diving. Many submarine didn’t used this method because this method is expensive, high maintenance but it good in diving but not well in a deep sea diving.

Method three is a double hull, this double hull is good static diving for submarine because their ballast tank is surrounding around submarine. It hard to maintenance and can used many types of ballast tank to bring the water in and out which is flexible ballast tank, air pressure tank or air compressor.

2.2 Concept of Buoyancy

A theory of buoyancy is a force to determine by a fluid, that change the weight of an sink object. When it applies to fluid, a pressure increases with a depth and as a result the weight of the fluid decrease. Thus a column of fluid, or an object submerged in the fluid, experiences heavy pressure at the bottom of the column than at the top. This difference in pressure results in a net force that tends to accelerate an object upwards. The magnitude of that force is proportional to the difference in the pressure between the top and the bottom of the column, and it is also equivalent to the weight of the fluid that would otherwise occupy the column. In this reason, an object whose density is greater than that of the fluid in which it is submerged tends to sink.
2.3 Types of ballast tank

2.3.1 Enclosed ballast tank

The tank will keep in shape and its used pump fills to bring the water in. To use this ballast tank, it possible to use a large tank than a small tank because it must used a better material of submarine to bring this tank inside the submarine.