DEVELOPMENT OF MICROCONTROLLER-BASED DATA ACQUISITION SYSTEM FOR ENVIRONMENTAL MONITORING

This report submitted in accordance with requirement of the Universiti Teknikal Malaysia Melaka (UTeM) for the Bachelor Degree of Electrical Engineering Technology (Industrial Power) (Hons.)

by

MUHAMMAD HAFIZUDDIN BIN JUMALI
B071210090
911029-04-5411

FACULTY OF ENGINEERING TECHNOLOGY
2015
TAJUK: MICROCONTROLLER-BASED DATA ACQUISITION SYSTEM FOR ENVIRONMENTAL MONITORING

SESII PENGAJIAN: 2015/16 Semester 2

Saya MUHAMMAD HAFIZUDDIN BIN JUMALI

mengaku membenarkan Laporan PSM ini disimpan di Perpustakaan Universiti Teknikal Malaysia Melaka (UTeM) dengan syarat-syarat kegunaan seperti berikut:

1. Laporan PSM adalah hak milik Universiti Teknikal Malaysia Melaka dan penulis.
2. Perpustakaan Universiti Teknikal Malaysia Melaka dibenarkan membuat salinan untuk tujuan pengajian sahaja dengan izin penulis.
3. Perpustakaan dibenarkan membuat salinan laporan PSM ini sebagai bahan pertukaran antara institusi pengajian tinggi.
4. **Sila tandakan (✓)

☐ SULIT (Mengandungi maklumat TERHAD yang telah ditentukan oleh organisasi/badan di mana penyelidikan dijalankan)

☐ TERHAD (Mengandungi maklumat yang berdarjah keselamatan atau kepentingan Malaysia sebagaimana yang termaktub dalam AKTA RAHSIA RASMI 1972)

☐ TIDAK TERHAD

(TANDATANGAN PENULIS)

Alamat Tetap:
LOT 848 KM 16
KG TEHEL 77200
BEMBAN MELAKA

Disahkan oleh:
(TANDATANGAN PENYELIA)

Cop Rasmi:

AHMAD IDIL BIN ABDUL RAHMAN
Penyiaran Kanon
Jabatan Teknologi Kejuruteraan Elektrik
Fakulti Teknologi Kejuruteraan
Universiti Teknikal Malaysia Melaka

** Jika Laporan PSM ini SULIT atau TERHAD, sila lampirkan surat daripada pihak berkuasa/organisasi berkenaan dengan menyatakan sekali sebab dan tempoh laporan PSM ini pertu dikelaskan sebagai SULIT atau TERHAD.
28 JAN 2015

Pustakawan
Perpustakaan UTeM
Universiti Teknikal Malaysia Melaka
Hang Tuah Jaya,
76100 Durian Tunggal,
Melaka.

Tuan/Puan,

PENGKELASAN LAPORAN PSM SEBAGAI SULIT/TERHAD LAPORAN PROJEK SARJANA MUDA TEKNOLOGI KEJURUTERAAN ELEKTRIK (KUASA INDUSTRI): MUHAMMAD HAFIZUDDIN BIN JUMALI

Sukacita dimaklumkan bahawa Laporan PSM yang tersebut di atas bertajuk "MICROCONTROLLER-BASED DATA ACQUISITION FOR ENVIRONMENTAL MONITORING" mohon dikelaskan sebagai "SULIT / TERHAD untuk tempoh LIMA (5) tahun dari tarikh surat ini.

2. Hal ini adalah kerana IANYA MERUPAKAN PROJEK YANG DITAJA OLEH SYARIKAT LUAR DAN HASIL KAJIANNYA ADALAH SULIT.

Sekian dimaklumkan. Terima kasih.

Yang benar,

Tandatangan dan Cop Penyelia

* Potong yang tidak berkenaan

NOTA: BORANG INI HANYA DIISI JIKA DIKLASIFIKASIKAN SEBAGAI SULIT DAN TERHAD. JIKA LAPORAN DIKELASKAN SEBAGAI TIDAK TERHAD, MAKA BORANG INI TIDAK PERLU DISERTAKAN DALAM LAPORAN PSM.
DECLARATION

I hereby, declared this report entitled “Microcontroller-Based Data Acquisition For Environmental Monitoring” is the results of my own research except as cited in references.

Signature: ................................
Name: MUHAMAD HAFIZuddin bin JUMELI
Date: 12/11/2016
APPROVAL

This report is submitted to the Faculty of Engineering Technology of UTeM as a partial fulfillment of the requirements for the degree of Bachelor of Electrical Engineering Technology (Industrial Power) (Hons.). The member of the supervisory is as follow:

..............................................
(Project Supervisor)
ABSTRACT

PC-Based Environmental Monitoring is an electronic device used for the remote operation of monitoring system. Wireless connection has been popular tool in system monitoring. The problem is sometimes user might need device to help them to obtain the certain reading without risking the safety and health. The objective of this project is to develop a system that able to help the user to obtain the reading without risking their safety and health. Another objective is to design a system that able to record the reading for further processing. The method used for this project is by studying the previous project. In the literature review, we are able to identify the component needed and how the system designed. The achievement of PC-Based Environmental Monitoring is divided into two parts. Firstly, the PC-Based Environmental Monitoring is able to function properly as a reading system. Secondly, microcontroller is able to process the data from the sensors and send it through the HC-05 module. Data obtained will be process and displayed by a graphical user interface created. In conclusion, PC-Based Environmental Monitoring is developed to give the user the power to obtain the reading without getting access to the reading point. In this project, PC-Based will be develop in order to bring our data acquisition system out of the dark ages technology with one cool wireless system.
ABSTRAK

DEDICATIONS

Specially dedicated to:

My supervisor, Mr Ahmad Idil Bin Abdul Rahman

All Faculty of Engineering Technology staff

My parents

My siblings

My friends

Thank you for your support.

One – Punch.
ACKNOWLEDGMENTS

I would like to take this opportunity to express my deepest gratitude to my project supervisor, En. Ahmad Idil Bin Abdul Rahman who was persistently and determinedly assisted me along the progress of the project. It would have been difficult to complete this first half of the project without enthusiastic, insight and advice given by him.

My utmost thanks also go to my family who has given me support during my academic years. Without them, I might not be able to finish the project. I have gained a lot of help and support from friends and staffs in the Faculty of Engineering Technology. I want to take this opportunity to say thank you to them for their advice and idea that help me with the project.

Thank you so much. Your sincere help will be remembered for life.
# TABLE OF CONTENTS

DECLARATION ........................................................................................................ iv  
APPROVAL ........................................................................................................ v  
ABSTRACT .......................................................................................................... vi  
ABSTRAK .......................................................................................................... vii  
DEDICATIONS ................................................................................................... viii  
ACKNOWLEDGMENTS ....................................................................................... ix  
TABLE OF CONTENTS ...................................................................................... x  
LIST OF FIGURES ........................................................................................... xiv  
LIST OF TABLE ................................................................................................ xvi  
LIST OF SYMBOLS AND ABBREVIATIONS ................................................... xvii  

CHAPTER 1 ........................................................................................................ 1  
1.1 Background ............................................................................................... 1  
1.2 Problem Statement .................................................................................... 2  
1.3 Objective of Project ................................................................................... 3  
1.4 Scope of Project ......................................................................................... 3  

CHAPTER 2 ........................................................................................................ 4  
2.1 Introduction ............................................................................................... 4  
2.2 Review of the Previous Project ................................................................ 4  
2.2.1 Wireless Gas Detector System .............................................................. 4  
2.2.1.1 Operation .......................................................................................... 5
2.3 Hardware Specification ................................................................. 8
  2.3.1 Microcontroller ................................................................. 8
    2.3.1.1 PIC16F877A (Microchip Microcontroller) ...................... 8
  2.3.2 Voltage Regulator ............................................................. 11
    2.3.2.1 Three-Terminal Voltage Regulators ............................... 12
  2.3.3 SK40C (Cytron Technologies)........................................... 13
  2.3.4 Temperature Sensor (LM35) .............................................. 14
  2.3.5 Humidity Sensor (HR202) ................................................. 15
  2.3.6 Carbon Monoxide Sensor ................................................. 16
  2.3.7 Bluetooth Module HC-05 ................................................... 18
2.4 Software Specification ............................................................ 20
  2.4.1 Visual Basic 2010 Express Edition .................................... 20
  2.4.2 Proteus 8.0 Professional ................................................. 21
  2.4.3 Mikroelektronika (MikroC) .............................................. 22
  2.4.4 Virtual Serial Port Emulator (VSPE) .................................. 22

CHAPTER 3 ......................................................................................... 23
  3.1 Introduction ............................................................................. 23
3.2 Hardware Development ............................................................. 25
  3.2.1 PC-Based Environmental Monitoring System Circuit ............. 26
    3.2.1.1 Microcontroller Circuit .............................................. 27
    3.2.1.2 Voltage Regulator ..................................................... 27
    3.2.1.3 Sensors Circuit ....................................................... 27
    3.2.1.4 Bluetooth Module .................................................... 28
3.2.2 Microcontroller Coding

3.2.2.1 Microcontroller Main Coding

3.2.3 Bluetooth dongle (USB interface)

3.3 Software Development

3.3.1 Visual Basic 2010 Express Edition

3.3.1.1 Serial Port Selection

3.3.1.2 Function Selection

3.3.1.3 Reading Selection

3.3.1.4 To DataGridView

CHAPTER 4

3.1 Introduction

3.2 Result and Testing

3.2.1 Simulation Microcontroller Program Using Proteus 8.0 Professional

3.2.2 Software Testing Using Virtual Serial Port and Proteus 8.0 Professional

3.2.3 Test UART for HC-05 module

CHAPTER 5

4.2 Introduction

4.3 Summary of Project

4.4 Conclusion

4.5 Limitation of the Project

4.6 Suggestion for Future Works

APPENDIX A

APPENDIX B
APPENDIX C ..................................................................................................................53
APPENDIX D ..................................................................................................................56
APPENDIX E ..................................................................................................................58
APPENDIX F ..................................................................................................................60
REFERENCES ..................................................................................................................63
<table>
<thead>
<tr>
<th>Figure</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>System Block Diagram</td>
<td>3</td>
</tr>
<tr>
<td>2.1</td>
<td>Transmitter Circuit</td>
<td>5</td>
</tr>
<tr>
<td>2.2</td>
<td>Receiver Circuit</td>
<td>6</td>
</tr>
<tr>
<td>2.3</td>
<td>Displayed data on SIMATIC touch panel</td>
<td>7</td>
</tr>
<tr>
<td>2.4</td>
<td>Prototype of Automatic Meter Reading</td>
<td>Error! Bookmark not defined.</td>
</tr>
<tr>
<td>2.5</td>
<td>Block diagram of transmitter unit</td>
<td>Error! Bookmark not defined.</td>
</tr>
<tr>
<td>2.6</td>
<td>Block diagram of receiver unit</td>
<td>Error! Bookmark not defined.</td>
</tr>
<tr>
<td>2.7</td>
<td>Pin configuration of PIC16F877A</td>
<td>9</td>
</tr>
<tr>
<td>2.8</td>
<td>PIC16F87XA Device Features</td>
<td>11</td>
</tr>
<tr>
<td>2.9</td>
<td>Pin configuration of ATTiny2313A</td>
<td>Error! Bookmark not defined.</td>
</tr>
<tr>
<td>2.10</td>
<td>A typical 7805 voltage regulator</td>
<td>11</td>
</tr>
<tr>
<td>2.11</td>
<td>Block representation of three-terminal voltage regulator</td>
<td>12</td>
</tr>
<tr>
<td>2.12</td>
<td>SK40C from Cytron Technologies</td>
<td>14</td>
</tr>
<tr>
<td>2.13</td>
<td>A typical LM35 sensor</td>
<td>15</td>
</tr>
<tr>
<td>2.14</td>
<td>A HR202 Humidity Sensor</td>
<td>16</td>
</tr>
<tr>
<td>2.15</td>
<td>MQ-7 Carbon Monoxide Sensor</td>
<td>17</td>
</tr>
<tr>
<td>2.16</td>
<td>MQ-7 specification</td>
<td>17</td>
</tr>
<tr>
<td>2.17</td>
<td>HC-05 bluetooth module</td>
<td>18</td>
</tr>
<tr>
<td>2.18</td>
<td>Microsoft Visual Basic 2010 Express Edition</td>
<td>20</td>
</tr>
<tr>
<td>2.19</td>
<td>ISIS 8 Processional</td>
<td>21</td>
</tr>
<tr>
<td>2.20</td>
<td>MikroC</td>
<td>22</td>
</tr>
<tr>
<td>2.21</td>
<td>Virtual Serial Port Emulator</td>
<td>22</td>
</tr>
<tr>
<td>2.22</td>
<td>Pickit 2 Programmer</td>
<td>Error! Bookmark not defined.</td>
</tr>
<tr>
<td>3.1</td>
<td>Project Design Flow</td>
<td>24</td>
</tr>
<tr>
<td>3.2</td>
<td>Main Circuit Design</td>
<td>26</td>
</tr>
<tr>
<td>3.8</td>
<td>Microcontroller Flow Chart</td>
<td>29</td>
</tr>
<tr>
<td>3.9</td>
<td>Microcontroller Coding</td>
<td>30</td>
</tr>
<tr>
<td>3.10</td>
<td>Bluetooth dongle HP bt500</td>
<td>31</td>
</tr>
<tr>
<td>3.11</td>
<td>Software Interface 1</td>
<td>32</td>
</tr>
<tr>
<td>3.12</td>
<td>Software Interface 2</td>
<td>32</td>
</tr>
<tr>
<td>3.13</td>
<td>Frame of Communication Selection</td>
<td>33</td>
</tr>
<tr>
<td>3.14</td>
<td>Coding for Communication Selection</td>
<td>34</td>
</tr>
<tr>
<td>3.15</td>
<td>Coding for the Communication Button</td>
<td>34</td>
</tr>
<tr>
<td>3.16</td>
<td>Tab Selection</td>
<td>35</td>
</tr>
<tr>
<td>3.17</td>
<td>Reading Selection</td>
<td>35</td>
</tr>
<tr>
<td>3.18</td>
<td>Coding for Reading Button</td>
<td>36</td>
</tr>
<tr>
<td>3.19</td>
<td>Coding to Add the Reading into DataGridView</td>
<td>36</td>
</tr>
<tr>
<td>4.1</td>
<td>Microcontroller Program Simulation</td>
<td>38</td>
</tr>
<tr>
<td>4.2</td>
<td>UART send and receive signal</td>
<td>39</td>
</tr>
</tbody>
</table>
Figure 4.7: Visual Basic ................................................................. 41
Figure 4.8: Proteus 8.0 Professional ............................................... 41
Figure 4.10: Visual Basic COM Selector ......................................... 41
Figure 4.11: Result in Visual Basic using Virtual Serial Port Emulator .... 42
Figure 4.14: Blinking Yellow LED .................................................. 43
Figure 4.15: Current Value displayed on the GUI ............................... 44
LIST OF TABLE

Table 2.1: Positive Voltage in 7800 series ................................................................. 12
Table 2.2: SK40C function .................................................................................. 14
Table 3.1: Microcontroller Input ........................................................................ 27
Table 3.2: Definition of HP bt500 indicator ....................................................... 31
Table 4.1: Data send to Microcontroller ............................................................. 38
Table 4.2: Data send to Microcontroller ............................................................. 39
<table>
<thead>
<tr>
<th>Abbreviation</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>PC</td>
<td>Computer</td>
</tr>
<tr>
<td>IR</td>
<td>Infra-Red</td>
</tr>
<tr>
<td>GUI</td>
<td>Graphical User Interface</td>
</tr>
<tr>
<td>PLC</td>
<td>Programmable Logic Control</td>
</tr>
<tr>
<td>SCADA</td>
<td>Supervisory Control and Data Acquisition</td>
</tr>
<tr>
<td>RF</td>
<td>Radio Frequency</td>
</tr>
<tr>
<td>AM</td>
<td>Amplitude Modulation</td>
</tr>
<tr>
<td>DC</td>
<td>Direct Current</td>
</tr>
<tr>
<td>IC</td>
<td>Integrated Circuit</td>
</tr>
<tr>
<td>PIC</td>
<td>Peripheral Interface Controller</td>
</tr>
<tr>
<td>ADC</td>
<td>Analogue-to-Digital Converter</td>
</tr>
<tr>
<td>UART</td>
<td>Universal Asynchronous Receiver/Transmitter</td>
</tr>
<tr>
<td>USB</td>
<td>Universal Serial Bus</td>
</tr>
<tr>
<td>LED</td>
<td>Light Emitting Diode</td>
</tr>
<tr>
<td>ASCII</td>
<td>American Standard Code for Information Interchange</td>
</tr>
</tbody>
</table>
CHAPTER 1
INTRODUCTION

1.1 Background

A wireless gas reader is an electronic device used to measure reading certain type of gas from a distance. The measure of a reading from a distance as by transmitted instruction or coded signals. In this project, wireless gas reader will be developed in order to bring our measurement devices out of the technology dark ages with one cool wireless gas reader.

Wireless gas reader has been a popular device in the industry. PC-Based Environmental Monitoring used to measure and record the reading of a certain gas type from a distance. This device operated by using Bluetooth module controlled by the microcontroller. Which are the most common, the Bluetooth connection are easier to use because it does not require line of sight and do not have to be aimed at the device. The PC-Based Environmental Monitoring also can be connected from another room. This device will continuously send measured data to a PC or laptop acted as slave. This PC-Based Environmental Monitoring will communicate to their respective PC or laptop via wireless module (HC-05 bluetooth module).

Before the wireless gas reader is introduced, the examiner has to keep going back and forth to the acquire place to takes the reading from the point. They also need to bring a paper and pen in order to record the measured data obtained by the gas reader. PC-Based Environmental Monitoring is developed to give the examiner the power to takes the reading from a better place. This will give the examiner more free time and save energy rather than going to the desired place that only to take the reading of a certain gas.
1.2 Problem Statement

There are four problem statement carried out in this project. First, the old ways to retrieve the data required the user to bring their laptop in order to obtain the reading. For example, the controller is placed on the high ground. This makes the data acquisition harder for the user to obtain the reading. Secondly, certain place is hazardous or dangerous. This is one of the biggest threats for the user as this might risk their health. The user might have to prepare special equipment in order for them to enter such places. This could be troublesome for them to bring such equipment to the place. Those things might waste their time and energy. Furthermore, existing data acquisition system using line-in-sight connection such as Infra-red (IR). Infra-red is a wireless system that required line-in-sight connection between the transmitter and receiver. For data acquisition system, this is one of the problems since the user require data taken for some period. The connection will be disconnected if there is obstacle or interference during the connection. Lastly, the existing gas reader system does not have any graphical user interface that user friendly with the user. The measuring or reading data is hard to obtain because there no graphical user interface included with the controller. Some of the controller only included display on the microcontroller itself. With the graphical user interface, this will solve most of the user problem.

Hence by doing this project, students are able to come out with this problem statement:

- The old ways to retrieve the data required the user to bring their laptop in order to obtain the reading.
- Some places might be dangerous or hazardous.
- Existing data acquisition system using line-in-sight connection such as Infra-red (IR).
- Existing gas reader system does not have any graphical user interface that user friendly with the user
1.3 Objective of Project

There are four objectives of this project:

1. To build the carbon monoxide, temperature and humidity device by integrating the software and the hardware (electronic devices).
2. To design and build a lower cost carbon monoxide, temperature and humidity devices, so that it can be affordable for all level of society.
3. To design and build up a system that will able to transmit data to the user laptop or PC and store the data.
4. To design a graphical user interface (GUI) that user friendly to the user.

1.4 Scope of Project

![System Block Diagram](image)

Figure 1.1: System Block Diagram

This project consists of two parts that are gas reader device and the graphical user interface. In the gas reader part, it has several parts such as oscillator, microcontroller, power supply, gas reading sensor and the HC-05 module (transmitter). The graphical user interface consists of Bluetooth dongle or inboard Bluetooth module, graphical user interface and computer or laptop.

Several gas sensors are used to obtain the gas reading. The function of the gas sensor is to obtain the certain gas reading in a certain point. The data from the sensor will be sending to the microcontroller. The microcontroller will process the data and send it to the transmitter bluetooth device. The data from receiver Bluetooth dongle will be received by the computer. The data in the computer will be manipulated by using visual basic programming. The gas reader can function well depending on the programming that has been developed.
CHAPTER 2
LITERATURE REVIEW

2.1 Introduction

A literature review is a summary of previous research on a topic. The purpose of a literature review is to convey what knowledge and idea have been established on a topic and what are the strengths and weaknesses. In the other words, it can bring a various idea and method to glorify this project. It also become a study case for this project to overcome with the new idea and different design compared to the previous project. Literature review has been conducted prior to undertaking this project to obtain the information on the technology available and the methodologies that used by the other researchers on the same topic around the world. This chapter provides the summary of literature reviews on key topics related to the wireless gas reader system. Otherwise, from the literature review references it can develop the contents to this research. Below is a few listing that has been done from the previous project. This chapter focuses on the related fields and knowledge pertaining to the accomplishment of the thesis itself. Reading includes such as reference books, papers, journal articles, websites, conference articles and any documentation concerning the related applications and research works.

2.2 Review of the Previous Project

2.2.1 Wireless Gas Detector System

Derived from the journal “Wireless Gas Detector System Using Microcontrollers, PLC and SCADA System for Monitoring Environmental Pollution” by Iman Morsi and Mohamed Mansour Mohamed Mostafa. This project
combines 3 parts in 1 system. Collecting data using microcontroller, controlled and monitored by using programmable logic controller PLC Step 7-200 from Siemens and Supervisory Control and Data Acquisition SCADA systems respectively.

Experiment setup:

- Transmitter Circuit
- Receiver Circuit
- PLC and SCADA system

2.2.1.1 Operation

Transmitter Operation:

This project consists of 3 parts. First part is the transmitter circuit, second part is the receiver parts and lastly the PLC and SCADA system used to monitor and analyse the result obtained.
In the transmitter parts, the data taken from the sensor will be processes before send it to the receiver. The input reading which is from the sensor will be send to the receiver by HC-05 module. The data obtain will be in the scale of the reference voltage to the sensors. The transmitter microcontroller will send the data in binary to the receiver microcontroller. Figure 2.1 show the several sensors connected to the microcontroller.

Receiver Operation:

Figure 2.2: Receiver Circuit
(Source: <Wireless Gas Detector System Using Microcontrollers, PLC and SCADA System for Monitoring Environmental Pollution> 25/04/15)

Received data will be passing through the resistor circuit in order to change the data from binary to analogue. This has been done because PLC can only read data from analogue source only. Converted data will be sending to the PLC for the next process. Each analogue input will have to pass thru this part since the project requires more than 1 sensor. Figure 2.2 show the digital to analogue circuit from the microcontroller to the PLC system.
PLC and SCADA System:

![Image of SIMATIC touch panel](image)

Figure 2.3: Displayed data on SIMATIC touch panel
(Source: <Wireless Gas Detector System Using Microcontrollers, PLC and SCADA System for Monitoring Environmental Pollution> 25/04/15)

Figure 2.3 shows the data displayed on the SIMATIC touch panel. The data received earlier by the microcontroller will be processed by the PLC before displaying it on the panel. By using SIMATIC touch panel, user is able to analyse the data clearly by using graphical viewing on the data.