PRELIMINARY STUDY ON BRAKE SQUEAL NOISE FOR THE DEVELOPMENT OF FAULTY PARTS INDICATOR

MOHAMAD ARIF BIN ZAINAL

UNIVERSITI TEKNIKAL MALAYSIA MELAKA
PRELIMINARY STUDY ON BRAKE SQUEAL NOISE FOR
THE DEVELOPMENT OF FAULTY PARTS INDICATOR

MOHAMAD ARIF BIN ZAINAL

This report is submitted as partial fulfillment of the requirements for
The Bachelor of Mechanical Engineering
(Automotive)

Faulty of Mechanical Engineering
Universiti Teknikal Malaysia Melaka (UTeM)

APRIL 2008
“I have read this literature work and that in my opinion it is fully adequate, in scope and quality, as a masterpiece for the degree of Bachelor of Mechanical Engineering (Automotive)”

Signature : _______________________

Supervisor Name : Dr. JANATUL ISLAH BT MOHAMAD

Date : 27th MARCH 2008
“I hereby declare that all information in this document has been obtained and presented accordance with academic rules and ethical conduct. I have fully cited and referenced all materials and results that are not original to this work”

Signature : ______________________
Name : MOHAMAD ARIF BIN ZAINAL
Date : 27\textsuperscript{th} MARCH 2008
ACKNOWLEDGEMENT

First and foremost I would like to express my deepest gratitude to Allah S.W.T for his guidance and blessing throughout this final year project. I would also like to thank my supervisor Dr. Janatul Islah bt Mohammad for her advices, critics and insight that help me a lot in completing this project.

Special thanks are also given to Mr. Ahmad Kamal Mat Yamin as PSM coordinator for his advices. Last but not least, I would like to thank to my family and all of my friends for their support and encouragement given to me, especially during the hard times.

The technical assistance of all technicians from Faculty of Mechanical and also are gratefully acknowledged. Thanks to my parents and friends that had supported me since the beginning till the end of this project. Without their help, this project will not be successful as it was.

Finally, I would to thank the university for all the knowledge and experiences that I gained throughout my learning session in Technical University of Malaysia (UTeM). All of these knowledge and experience definitely will be useful in the future.
ABSTRACT

Noise of faulty part in car will occur when the part is nearly damage. Usually this noise occurs after a long term usage. This annoying noise will disturb driver’s concentration while driving. Generally typical driver with limited technical knowledge of car maintenance cannot determine the location of the noise in car. This report presents a study of brake squeal noise for the development of faulty part indicator. Brake squeal noise usually cause of faulty condition of component of brake system that near faulty. The measurement of the brake squeal noise was carried out and will be analysed to know the characteristic of the brake squeal noise. It is expected that this project will continue to do the development of the faulty indicator.
ABSTRAK

# TABLE OF CONTENT

<table>
<thead>
<tr>
<th>CHAPTER</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>DECLARATION</td>
<td>i</td>
</tr>
<tr>
<td></td>
<td>ACKNOWLEDGMENT</td>
<td>iii</td>
</tr>
<tr>
<td></td>
<td>ABSTRACT</td>
<td>iv</td>
</tr>
<tr>
<td></td>
<td>ABSTRAK</td>
<td>v</td>
</tr>
<tr>
<td></td>
<td>TABLE OF CONTENTS</td>
<td>vi</td>
</tr>
<tr>
<td></td>
<td>LIST OF TABLE</td>
<td>x</td>
</tr>
<tr>
<td></td>
<td>LIST OF FIGURE</td>
<td>xi</td>
</tr>
<tr>
<td>CHAPTER 1</td>
<td>INTRODUCTION</td>
<td>1</td>
</tr>
<tr>
<td>1.1</td>
<td>Introduction</td>
<td>2</td>
</tr>
<tr>
<td>1.2</td>
<td>Objective</td>
<td>3</td>
</tr>
<tr>
<td>1.3</td>
<td>Scope</td>
<td>3</td>
</tr>
<tr>
<td>1.4</td>
<td>Problem Statement</td>
<td>4</td>
</tr>
<tr>
<td>1.4.1</td>
<td>Vibration of brake rotor</td>
<td>4</td>
</tr>
<tr>
<td>1.4.2</td>
<td>Excessive wear and material of brake pad</td>
<td>5</td>
</tr>
<tr>
<td>1.4.3</td>
<td>Brake booster</td>
<td>6</td>
</tr>
<tr>
<td>1.4.4</td>
<td>Loosen brake caliper</td>
<td>7</td>
</tr>
</tbody>
</table>
CHAPTER 2 LITERATURE REVIEW

2.1 Introduction 12
2.2 Brake Disc Function 12
2.3 Characteristic of Brake Squeal 15
2.4 Human Perception of Sound 18
2.5 Sound Pressure 19
  2.5.1 Sound Pressure Level 20
  2.5.2 Measuring Sound Pressure Levels 20
2.6 Acoustic in Car
  2.6.1 Exterior Noise 26
  2.6.2 Interior Noise 29
  2.6.3 Engine Noise 32
  2.6.4 Combustion Induce Noise 32
2.7 Noise, Vibration and Harshness 34

CHAPTER 3 RESEARCH METHODOLOGY

3.1 Introduction 36
3.2 Block Diagram 36
3.3 Equipment

3.3.1 Sound level Meter-NA28

3.3.2 Brake Pad

3.3.3 Proton Satria 1.6 SE

3.4 Measurement Methodology

CHAPTER 4 RESULT AND DISCUSSION

4.1 Result and Analysis

4.1.1 At Normal Condition (Engine Idleling)

4.1.2 Original Brake Pad Condition

4.1.3 New Brake Pad

4.1.4 Half Brake Pad

4.1.5 Brake Pad Limit

CHAPTER 5 OVERALL ANALYSIS

5.1 Introduction

5.2 Data Analysis and Target Research

5.3 Important of The Result Obtain

5.4 Overall Data Analysis
<table>
<thead>
<tr>
<th>No.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Definition of symbol [William Hamby, 2004]</td>
<td>22</td>
</tr>
<tr>
<td>2</td>
<td>Decibel level chart. [William Hamby, 2004]</td>
<td>25</td>
</tr>
<tr>
<td>3</td>
<td>Data of brake squeal sound pressure level (SPL) for normal condition of car (engine at idleling)</td>
<td>47</td>
</tr>
<tr>
<td>4</td>
<td>Data of brake squeal sound pressure level (SPL) for original brake pad condition (6mm of brake pad thickness)</td>
<td>49</td>
</tr>
<tr>
<td>5</td>
<td>Data of brake squeal sound pressure level (SPL) for new brake pad condition (10mm of brake pad thickness)</td>
<td>51</td>
</tr>
<tr>
<td>6</td>
<td>Data of brake squeal sound pressure level (SPL) for half brake pad condition (5 mm of brake pad thickness with rough surface)</td>
<td>53</td>
</tr>
<tr>
<td>7</td>
<td>Data of brake squeal sound pressure level (SPL) for brake pad at limit condition (1 mm of brake pad thickness)</td>
<td>55</td>
</tr>
</tbody>
</table>
### LIST OF FIGURE

<table>
<thead>
<tr>
<th>No.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Disc brake function and damage</td>
<td>4</td>
</tr>
<tr>
<td></td>
<td>(&quot;Disc Brake Drag&quot; <a href="http://www.dnr.louisiana.gov">www.dnr.louisiana.gov</a>)</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Faulty of the brake pads</td>
<td>5</td>
</tr>
<tr>
<td></td>
<td>(&quot;Disc Brake Drag&quot; <a href="http://www.dnr.louisiana.gov">www.dnr.louisiana.gov</a>)</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Faulty condition of brake booster</td>
<td>6</td>
</tr>
<tr>
<td></td>
<td>(&quot;Brake Booster&quot; <a href="http://www.tech1autorepair.com">www.tech1autorepair.com</a>)</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Faulty Brake Caliper and Exploded View</td>
<td>7</td>
</tr>
<tr>
<td></td>
<td>(<a href="http://www.akebonobrake.com">www.akebonobrake.com</a>).</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>A typical ‘fist’ type brake system</td>
<td>13</td>
</tr>
<tr>
<td></td>
<td>(Journal of Brake Squeal “Joseph C.S. Lai, 2001”)</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Schematic of a disc brake system</td>
<td>13</td>
</tr>
<tr>
<td></td>
<td>(Journal of Brake Squeal “Joseph C.S. Lai, 2001”)</td>
<td></td>
</tr>
</tbody>
</table>
7 Variation of occurrences of brake squeal with frequency and brake pad pressure.  
(Journal of Brake Squeal “Joseph C.S. Lai, 2001”)

8 Variation of occurrences of brake squeal with frequency and temperature.  
(Journal of Brake Squeal “Joseph C.S. Lai, 2001”)

9 Type of human sound perception.  

10 A-weighting, B, C and D-weighting curve  

11 Typical light commercial vehicle drive-by spectrum at peak noise.  

12 The effect of gear selection on drive-by A–weighted noise contributions for a light commercial vehicle  

13 Typical interior noise spectrum of a passenger car (110 km/h).  
14 Visual alarm mechanism block diagram
15 Measurement of brake squeal noise block diagram
16 RION Sound level Meter NA-28
   (Source: UTEM lab)
17 Brake pad
18 Proton Satria 1.6 SE.
   (Source: UTeM workshop service)
19 Location of road test
20 Vehicle position and movement of road test measurement
21 Sound transfer from brake disc to car interior
22 Location of SLM and the arrow show the direction of SLM pointed to the source of squeal noise where the location of the disc brake.

23 Graph sound pressure level of normal condition (Engine at Idleling)

24 Graph sound pressure level of original brake pad (6 mm brake pad thickness)

25 Graph sound pressure level of new brake pad (10 mm brake pad thickness)

26 Graph sound pressure level of half brake pad (6 mm brake pad thickness with rough surface)

27 Graph sound pressure level of brake pad limit (1 mm brake pad thickness)

28 Result of brake squeal noise from lab experiment by student of OHIO STATE UNIVERSITY
Comparison of brake squeal noise between road test procedure and lab experiment.

Graph sound pressure level of all brake pad condition.

Brake pad wear indicator
CHAPTER 1

INTRODUCTION
CHAPTER 1:
INTRODUCTION

1.1 Introduction

Recently, visual alarm mechanism or indicators in car have been improved in this new era of technology. This indicator is used to warn the driver about their vehicle condition and safety driving precautions like parking brake and safety belt. It is important that drivers have to know each component of the indicator in their vehicle. Usually this indicator is used to indicate fuel level, door switch, temperature level and many more. But not all indicators will show vehicle condition. Sometime, when a car has a faulty part problem it will make a noise. This problem will not be shown through the present car indicator.

Noise in car is a serious problem because it will disturb driving concentration of the driver. It is because the driver will be confused that where the noise come from and give a bad feeling about their car condition. A new indicator that located the faulty part noise is needed to solve this problem. It will help the driver to know their car condition and exact location of the near faulty part problem. In other hand it also helps the driver to communicate and tell the mechanic their car problem and make the mechanic easy to search and repair the problem.
1.2 Objectives

The objective of this project is to determine and analyze the brake squeal noise criteria for faulty condition of brake system for the development of faulty part indicator. Brake is one of the important parts in handling characteristic of vehicle and for safety of the car to slowing down and stop to static condition. Usually this noise will be heard after a long usage of vehicle. The purpose of this project is to measure sound pressure of the squeal noise inside car interior for the development of the faulty part indicator. The data will be analyse to know the characteristic of the squeal noise produce by faulty brake condition. Then the data will be considered to use for the development of faulty part indicator.

1.3 Scope

This project is to carry out several tests using Proton Satria 1.6 SE and acquire data on the noise inside car interior, contributed by faulty brake condition in car. Then the data will be analyse to know the characteristic of the noise. The sound pressure level (SPL) of brake squeal noise is to be measured inside the car interior and analyse by using the Sound Level Meter (SLM). The sound pressure level is analyse to know the characteristic of the squeal noise inside car interior contributed by faulty brake condition.
1.4 Problem Statement

In brake system, there is several noise problem occurs for different type of faulty condition. This condition is effect from several part in the brake system which is rotor, brake pad, brake caliper and brake booster.

1.4.1 Vibration of Brake Rotor

There are several parts that can be faulty in the brake system of the car. One of the parts is the brake rotor. Brakes rotor is one of the important part of the brake system that attach to the drive shaft and tire and responsible for stopping the moving vehicle when hydraulic force is applied at brake caliper. Brake system performs work by using friction to convert the mechanical energy motion, called kinetic energy, into heat energy. Brake function when forcing the friction surface against the drum or rotors to stop the car.

![Figure 1: Disc brake function and damage ("Disc Brake Drag" www.dnr.louisiana.gov)](image)

Usually brake noise is a common complaint from customers [1]. Vibration is the leading cause of disc brake noise. During brake application, the lining sticks to the rotor momentarily before slipping and then sticking again. This causes the high frequency vibration that result in annoying squeaks and squeal. A sensor should be placed at the rotor to detect the vibration that produced the noise and an indicator should be design to warn the driver about this faulty condition.
1.4.2 Excessive Wear and Material of Brake Pad

Noise during a stop can include squeaks, metal-to-metal sounds from excessive wear, rattles due to loose parts, and rubbing from a distorted backing plate. A very common cause of brake noise occurs when the metal brake pad back vibrates against the metal caliper piston. Harder lining materials have a tendency to make noise, especially when cold, but they last longer and provide better hot stopping than softer linings. Many newer vehicles come from the factory with semi metallic linings that are more prone to low-frequency vibration and noise. Some consider a small amount of noise from these linings to be normal [1].

Figure 2: Faulty of the brake pads (“Disc Brake Drag” www.dnr.louisiana.gov)

Base on some driver experiences, squeal noise that come from brake always disturb their driving concentration. The squeal noise usually came from the faulty of the brake pads. Although the brake work perfectly and the shoe are in good order but the sound is so loud and difficult to judge if it is one or both brakes that are responsible. Sometime, in another driver experience, the brakes make squealing noise when brake a little hard especially when stopped the vehicle. Base on this case, it is hard for some driver to know where the squealing noises come from. To overcome this problem an indicators that can detect that typical of noise have to be design and develop [2].

Beside that sometime brake also can make sound of grinding noise when braking [3]. This is because the brake pads are worn out and it have to be change. To solve this problem indicator of the brake pad wear and tear should be design that detects the type of noise that generated from the brake pad.
1.4.3 Brake Booster

Brake booster is designed to create better braking force from minimal pedal effort, using a different in atmospheric pressure and engine manifold vacuum. Based on this function, this booster needs an air tight pressure to make a well function brake system. Sometime when this booster has been use for long usage, the air tight is worn out. This make the booster is leaking.

Figure 3: Faulty condition of brake booster (www.tech1autorepair.com)

Another noise problem that experienced by driver is the sound of hisses. This problem could be the air leak at the brake booster [3]. In this problem a sound sensor and indicator of the booster have to be design to solve it.
1.4.4 LOOSEN BRAKE CALIPER

Brake caliper is also called cylinder body. This caliper function transfer hydraulic pressure to press the brake pad to grip the rotor. Brake caliper is the most important part of the brake system. Usually this caliper is hard to have a problem regarding the noise. It usually has a problem with the hydraulic leakage. But there is a problem that complains by customer that has an experience of clacking noise when pushing the brake pedal [3]. It probably sound of loosen of brake caliper cause of loose bolt. Base on this problem an indicator have to develop to detect this type noise for the faulty condition of the brake caliper.

Figure 4: Faulty Brake Caliper and Exploded View (www.akebonobreake.com).