LONG RANGE MONITORING SYSTEM

PAARY RAJAN GUNAPATHY

This report is submitted in partial fulfillment of the requirements for award of Bachelor of Electronic Engineering (Industrial Electronics) With Honours

Faculty of Electronic and Computer Engineering
Universiti Teknikal Malaysia Melaka

May 2008
Tajuk Projek : Long Range Monitoring System
Sesi Pengajian : 2007/2008

Saya PAARY RAJAN GUNAPATHY mengaku membenarkan Laporan Projek Sarjana Muda ini disimpan di Perpustakaan dengan syarat-syarat kegunaan seperti berikut:

1. Laporan adalah hakmilik Universiti Teknikal Malaysia Melaka.
2. Perpustakaan dibenarkan membuat salinan untuk tujuan pengajian sahaja.
3. Perpustakaan dibenarkan membuat salinan laporan ini sebagai bahan pertukaran antara institusi pengajian tinggi.
4. Sila tandakan ( √ ) :
   - SULIT* (Mengandungi maklumat yang berdaur keselamatan atau kepentingan Malaysia seperti yang termaktub di dalam AKTA RAHSIA RASMI 1972)
   - TERHAD* (Mengandungi maklumat terhad yang telah ditentukan oleh organisasi/badan di mana penyelidikan dilakukan)
   - TIDAK TERHAD

Disahkan oleh:

(FNDATANGAN PENULIS)

(COP DAN TANDATANGAN PENYELIA)
FAUZI B ABDUL WAHAB
Pensyarah
Fakulti Kejuraan Elektronik dan Kejuraan Komputer (FKEKK), Universiti Teknikal Malaysia Melaka (UTeM), Karung Bertunci 1200, Ayer Keroh, 75450 Melaka

Tarikh: 7 May 2008

© Universiti Teknikal Malaysia Melaka
"I hereby declare that this report is the result of my own work except for quotes as cited in the references."

Signature: [Signature]

Author: Paary Rajan Gunapathy

Date: 7 May 2008
“I hereby declare that I have read this report and in my opinion this report is sufficient in terms of the scope and quality for the award of bachelor of Engineering (Industrial Electronics) With Honors.”

Signature: [Signature]
Supervisor’s Name: Mr. Fauzi Bin Abdul Wahab
Date: 9/5/2008
Dedicated to my beloved family especially my father and mother, lecturer, and also to all my friends
ACKNOWLEDGEMENT

First and foremost, I would like to praise God for His blessing. He gave me physical and mental strength to carry on my final year project up to completion.

I would like to express gratitude and thanks to my supervisor, Mr. Fauzi Bin Abdul Wahab for her support and unfailing patience throughout the duration of the project. Her encouragement and guidance are truly appreciated. Otherwise, this project has not been possible. I have learnt a lot under her guidance, be it practically or theoretically.

In addition to that, I also would like to thanks my lecturers: Mr. Siva Kumar, Mr. Zulhairi bin Othman and Mr. Chairulsyah Walsi. They are the people who give me a hand during facing the problem.

Other than that, I am also grateful to my all friends who help me and giving me opinion and ideas along implementation of this project.

I would like to thanks my parent on their moral support as I can count on them whenever I am upset or down.

Finally, I would like to offer thanks and deepest gratitude from the bottom of my heart for all the support, encouragement and inspirations I obtained throughout the duration of this project. The help rendered to me priceless, be it from the smallest of its kind to the largest.
ABSTRAK

This project is to monitor and alert fault condition of the machines in an industrial company. The system is thus composed of two subsystems which are transmitter part and receiver part. There is no wiring involve in both subsystems. As both systems communicate using radio frequency. So the communication can be longer depends on the transmitter and receiver capabilities. Transmitter part will be connected to the machines and receiver part will be in the remote room of the company. So if there any fault in the machines, the engineer in-charge can attend the machine and no need to wait for technicians to alert him about the fault. There is also no need to search for the faulty machine as it can be identified from the monitoring board. With help of this system machine down time can be reduced. Indirectly this system can be used in any kind of industries to improve the production process and also the production output.
TABLE OF CONTENTS

CHAPTER       TITLE                                    PAGE

PROJECT TITLE                                  i
BORANG PENGESAHAN STATUS LAPORAN                ii
DECLARATION                                   iii
SUPERVISORY DECLARATION                        iv
DEDICATION                                    v
ACKNOWLEDGEMENT                               vi
ABSTRAK                                      vii
ABSTRACT                                     viii
TABLE OF CONTENTS                             ix
LIST OF TABLES                                xii
LIST OF FIGURES                               xiii
LIST OF ABBREVIATION                          xv
LIST OF APPENDIX                              xvi

I INTRODUCTION

1.1  Project Introduction                           1
1.2  Objective                                      2
1.3  Problem Statement                              2
1.4  Scopes Of Work                                4
    1.4.1  Hardware Development                      5
    1.4.2  Simulation                                5
II  LITERATURE REVIEW

2.1  Background Study

2.2  Project Literature Review
    2.2.1  FM Transmitter
    2.2.2  FM Receiver
    2.2.3  Counters
          2.2.3.1  Asynchronous Counter
          2.2.3.2  Synchronous Counter

III  RESEARCH METHODOLOGY

3.1  Project Methodology
    3.1.1  Literature Review
    3.1.2  Calculation and Analysis
    3.1.3  Software Implementation Development
    3.1.4  Hardware Development

IV  RESULT AND DISCUSSION

4.1  Results
    4.1.1  Schematic Diagrams
    4.1.2  Hardware construction
    4.1.3  Spectrum results
    4.1.4  Oscilloscope results
    4.1.5  Cost of the project

4.2  Discussion
CONCLUSION AND RECOMMENDATION

5.1 Conclusion  48
5.2 Future Works  49

REFERENCE  50
# LIST OF TABLES

<table>
<thead>
<tr>
<th>NO</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>J-K Flip-Flop Characteristic Table</td>
<td>17</td>
</tr>
<tr>
<td>2.2</td>
<td>Counter Characteristic Table</td>
<td>18</td>
</tr>
<tr>
<td>4.1</td>
<td>Transmission results</td>
<td>36</td>
</tr>
<tr>
<td>4.2</td>
<td>Receiving frequencies</td>
<td>36</td>
</tr>
<tr>
<td>4.3</td>
<td>Changes in waveform cycle</td>
<td>39</td>
</tr>
<tr>
<td>4.4</td>
<td>Changes in waveform when PB pressed</td>
<td>42</td>
</tr>
<tr>
<td>5.1</td>
<td>Total circuit’s price</td>
<td>48</td>
</tr>
</tbody>
</table>
## LIST OF FIGURES

<table>
<thead>
<tr>
<th>NO</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.1</td>
<td>Project Block Diagram</td>
<td>4</td>
</tr>
<tr>
<td>2.1</td>
<td>Several signals displayed by the spectrum analyzer</td>
<td>6</td>
</tr>
<tr>
<td>2.2</td>
<td>Analog waves</td>
<td>7</td>
</tr>
<tr>
<td>2.3</td>
<td>The typical waveform of the AM and FM signals.</td>
<td>8</td>
</tr>
<tr>
<td>2.4</td>
<td>Block Diagram of the FM Transmitter.</td>
<td>9</td>
</tr>
<tr>
<td>2.5</td>
<td>FM transmitter module TX9906A</td>
<td>10</td>
</tr>
<tr>
<td>2.6</td>
<td>FM Receiver Block Diagram</td>
<td>11</td>
</tr>
<tr>
<td>2.7</td>
<td>FM Receiver module RX-208</td>
<td>12</td>
</tr>
<tr>
<td>2.8</td>
<td>A two-bit asynchronous counter</td>
<td>14</td>
</tr>
<tr>
<td>2.9</td>
<td>Waveform Diagram for counter</td>
<td>14</td>
</tr>
<tr>
<td>2.10</td>
<td>State transition diagram</td>
<td>15</td>
</tr>
<tr>
<td>2.11</td>
<td>A two-bit synchronous counter</td>
<td>17</td>
</tr>
<tr>
<td>2.12</td>
<td>State transition diagram</td>
<td>18</td>
</tr>
<tr>
<td>2.13</td>
<td>Waveform Diagram</td>
<td>19</td>
</tr>
<tr>
<td>2.14</td>
<td>Encoder Block Diagram</td>
<td>20</td>
</tr>
<tr>
<td>2.15</td>
<td>Transmitting format of PT2262</td>
<td>20</td>
</tr>
<tr>
<td>2.16</td>
<td>Address/Data bit waveform</td>
<td>21</td>
</tr>
<tr>
<td>2.17</td>
<td>Digital wave form of transmitting signal</td>
<td>21</td>
</tr>
<tr>
<td>2.18</td>
<td>Operation flow chart of Encoder</td>
<td>22</td>
</tr>
<tr>
<td>2.19</td>
<td>Momentary and Latch waveform</td>
<td>23</td>
</tr>
<tr>
<td>2.20</td>
<td>Group of code bit</td>
<td>23</td>
</tr>
<tr>
<td>2.21</td>
<td>Decoder Block Diagram</td>
<td>24</td>
</tr>
<tr>
<td>2.22</td>
<td>Flow chart of PT2272</td>
<td>25</td>
</tr>
<tr>
<td>3.1</td>
<td>Flow chart of the project process</td>
<td>28</td>
</tr>
</tbody>
</table>
4.1  FM Transmitter Circuit
4.2  FM Receiver circuit
4.3  Up counter circuit
4.4  Latching circuit
4.5  Transmitter circuit in bread board
4.6  Receiver circuit in bread board
4.7  FM Transmitter PCB layout
4.8  FM Receiver PCB layout
4.9  PCB board and strip board
4.10 Spectrum analyzer before transmission
4.11 Spectrum analyzer during transmission (transmitter module)
4.12 Spectrum analyzer during transmission (receiver module)
4.13 Dip switch address 10000000 and digital waveform
4.14 Dip switch address 01000000 and digital waveform
4.15 Dip switch address 00100000 and digital waveform
4.16 Dip switch address 00010000 and digital waveform
4.17 Dip switch address 00001000 and digital waveform
4.18 During PB1 pressed
4.19 During PB2 pressed
4.20 During PB3 pressed
4.21 During PB4 pressed
4.22 PLC latching ladder diagram
**LIST OF ABBREVIATION**

<table>
<thead>
<tr>
<th>Abbreviation</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>FM</td>
<td>Frequency Modulation</td>
</tr>
<tr>
<td>ID</td>
<td>Identification</td>
</tr>
<tr>
<td>LED</td>
<td>Light Emitter Diode</td>
</tr>
<tr>
<td>AM</td>
<td>Amplitude Modulation</td>
</tr>
<tr>
<td>PAM</td>
<td>Pulse Amplitude Modulation</td>
</tr>
<tr>
<td>FSK</td>
<td>Frequency Shift Keying</td>
</tr>
<tr>
<td>VCO</td>
<td>Voltage Controlled Oscillator</td>
</tr>
<tr>
<td>SAW</td>
<td>Surface Acoustic Wave</td>
</tr>
<tr>
<td>RF</td>
<td>Radio Frequency</td>
</tr>
<tr>
<td>TE</td>
<td>Transmission enable</td>
</tr>
</tbody>
</table>
# LIST OF APPENDIX

<table>
<thead>
<tr>
<th>NO</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Data Sheet CMOS Decade Counters</td>
<td>52</td>
</tr>
<tr>
<td>B</td>
<td>Data Sheet Single Relay</td>
<td>57</td>
</tr>
<tr>
<td>C</td>
<td>Datasheet Seven Segment Display</td>
<td>59</td>
</tr>
<tr>
<td>D</td>
<td>Datasheet PT2272</td>
<td>64</td>
</tr>
<tr>
<td>E</td>
<td>Datasheet PT2262</td>
<td>68</td>
</tr>
<tr>
<td>F</td>
<td>Price table of circuits</td>
<td>71</td>
</tr>
</tbody>
</table>
CHAPTER I

INTRODUCTION

1.1 Project Introduction

The focus of this project is to monitor machines in industrial area. The basic idea is to indicate or alert the engineer in charge regarding the machine which status is down or in fault condition. The signals send from each machine to the monitor board in remote room where the engineer situated. The question is "how to link the machine to the monitor board?" The easiest answer is link with wire. But how far the wiring can be done to link both equipments? How much will it cost? To avoid all these questions a simplex communication between machine and monitor board was done. This communication transmits and receives without wire (wirelessly).

Guglielmo Marconi invented the wireless telegraph in 1896. In 1901, he sent telegraphic signals across the Atlantic Ocean from Cornwall to St. John’s Newfoundland; a distance of 1800 miles. His invention allowed two parties to communicate by sending each other alphanumeric characters encoded in an analog signal. Over the last century, advances in wireless technologies have led to the radio, the television, the mobile telephone, and communication satellites. All types of information
can now sent to almost every corner of the world. Recently, a great deal of attention has been focused on satellite communication, wireless networking, and cellular technology.

This project which is named as Long Range Monitoring System (LoRaMoS) was created as a good and acceptable solution after considering into all these aspect in the real industrial world. This project invented based on wireless technology, where radio frequency (RF) is used as a transmission medium. The transmission length is around 50 meter. Counter is attached to the monitor board, so that each time the machine had fault the counter will count and recorded for the future improvement of the company’s production. Using LoRaMaS faulty machines can be identified easily.

1.2 Objective

Although technology is high these days, still some companies using manual monitoring system because of budget factor. LoRaMoS project is started to overcome this problem. The main goal of this project is to invent low cost fault monitoring system for small companies. By using LoRaMoS delay of production in companies can be overcome. Some machines are very sensitive and have to troubleshoot very fast to avoid worst circumstance. This system can reduce the total fault time of a machine and display its frequency of fault for company’s records.

1.3 Problem Statements

Wireless transmission is easier than wired transmission. Currently a lot of companies using wired monitoring which is very expensive for its installation and difficult to troubleshoot. New wiring has to construct if there is any changes in location of machine. But for wireless monitoring system, the machines can be relocate anywhere within the transmission coverage. But not all wireless monitoring system has this capability. Maybe infrared can be used to replace the wired system. But the problem is
there shouldn’t have any blockage like walls, opaque and etc. This mean we have to clear and make sure there is no blockage along the transmission line. This method is not applicable to a industrial company where machines all over the place. And some more installing infraed system is very expensive.

Some of the giant companies using online monitoring system which is extremely expensive. Since budget is a main factor for most of the small companies, they couldn’t effort to use the online system. If they manage to use the system also, they still have to spend money if there is any problem in the system in the future. As we know online system is completely high technology where software involved in it. If there is any problem occurs, the particular company has to consult the experts in that system for troubleshooting. And there will be big problem if the system’s software corrupted or damage. The system’s maintenance is very high and cant affordable by small companies.

In some other company manual monitoring system is used. This system is fully using man power to inform the engineer about the fault of machine. The technician plays the role of informer, where if there any fault in the machine, he has to walk to the remote room and inform the engineer in charge. Let’s say the technician took 5 minutes to walk to the remote room and five minutes for the engineer to come to the faulty machine. Here the line production is stooped around ten minutes. That’s mean for the particular ten minutes no output of productions. We assume the production line produce five output in a minute and one output cost RM 5. So for the ten minutes the company lost is RM 250. This is only for 1 machines lost. What will happen if two or more machines down? How much the company loss for the particular time? It is incredible loss.

1.4 Scopes of work

There are two sub-systems in this project which are connected via wireless. Radio Frequencies are used to communicate between the sub-systems. The block
diagrams in Figure 1.1 describe the actual operation method. The machines in the production line will be connected to the transmitter circuit so if any machine had fault, the signals will be transmit to the receiver circuit in remote room and alert the engineers there. Each machine has its own ID. ID is created using dip switch. At the receiver part, normally close relay is used. Each machine connected to the relay wirelessly. If fault happen in the machine it will straight away trigger the relay to normally open circuit and will activate the light indicator and counter. The range of transmissions is depends on the circuit. For this project the limit proposed is 50m. This can be expandable.

![Project Block Diagram](image)

*Figure 1.1: Project Block Diagram*

1.4.1 Hardware Development

The scope of work in this part is to adopt a FM Transmitter which can transmit signal for 50 meters. Inputs of the transmitter also have to consider, because according to the project there are more than one input with encryption device is integrated to the
transmitter and receiver part. So 4 inputs transmitter was construct and as for FM Receiver 4 outputs receiver were constructed where each output contact with relay. The relays connected to counter circuit and LED. Each time the relay activate, the counter will count and LED will ON. Reset button was placed in the LED circuit so it can be reset after the troubleshooting of the machine done. For the whole system, the main consideration is the cost of the components. As stated in objective which is to invent a low cost fault monitoring system, all the components that used in this project were cheap. Although cheap but the quality of the components were also considered.

1.4.2 Simulation

Simulation is to construct circuit using software, so that if any errors can be detect easily. Not all circuit in this project created in simulation. This is because some components in the circuit couldn’t find in the MultiSim software. Only counter circuit was done in simulation.
CHAPTER II

LITERATURE REVIEW

2.1 Background Study

There could be many signals transmitting at the same time, for example, there are many different signals transmitted by radio stations and TV stations at the same time [6]. Figure 2.1 shows that there are several signals exist at the same time, and those signals are displayed by a spectrum analyzer. For the receiver able to receive

![Image of a spectrum analyzer display]

Figure 2.1: Several signals displayed by the spectrum analyzer
the desired signal, the desired signal is need to be modulated before it is transmitted. Explain it in simple way, modulation is like multiplying the message signal, \( m(t) \), and the carrier signal, \( c(t) \), and become a modulated signal, \( u(t) \). Depending on the carrier frequency, the modulated signal will be picked up by the receiver tuned at a specified channel or frequency.

There are several different modulation technologies, for instances, amplitude modulation (AM), frequency modulation (FM), pulse amplitude modulation (PAM), and frequency shift keying (FSK) [3]. The AM and FM are used for analog communication. On the other hands, PAM and FSK are used for digital communication. In this project FSK is used. FSK is a method of transmitting digital signals. The two binary states, logic 0 (low) and 1 (high), are each represented by an analog waveform. Logic 0 is represented by a wave at a specific frequency, and logic 1 is represented by a wave at a different frequency. Refer figure 2.2.

![Figure 2.2: Analog waves](image)

The concepts of the amplitude modulation and pulse amplitude modulation are similar. The amplitude of the modulated signal varies, and different amplitudes represent different data. Vice versa, the frequency modulation and the frequency shift keying are similar. Instead of the amplitude, the frequency of the carrier signal is varies, and different frequencies correspond to different data. Certainly, there are many other
different modulations like phase modulation for analog and phase shift keying for digital. Sending and receiving an audio signal is one of the analog communications. So, in this project, either amplitude modulation (AM) or frequency modulation (FM) can be used.

One of the primary advantages of FM is that the modulation is contained in carrier frequency variations and not in amplitude changes like AM, which would be susceptible to noise and interference [6]. This means that it can remove any noise and not affecting the desired information. Using FM to send and receive the audio signal in this project is more appropriate. In angle modulation, the spectral components of the modulated waveform are not related in any simple fashion to the message spectrum. Furthermore, superstition does not apply, and the bandwidth of the angle-modulated signal is usually much greater than twice the message bandwidth. The increase in bandwidth and system complexity is compensated for by the improved performance in the face of noise and interference.

![Waveform Image](image_url)

*Figure 2.3: The typical waveform of the AM and FM signals.*

The idea of frequency modulation, where the carrier frequency would be varied in proportion to message \( m(t) \). The carrier frequency:

\[
\omega(t) = \omega_c + km(t) \quad (2.1)
\]