A Model of Parking System by an Application of Programmable Logic Controller

Thesis submitted in accordance with the partial requirements of the Universiti Teknikal Malaysia for the Bachelor of Manufacturing Engineering (Robotics and Automation)

By

Umar Abdul Hanan

Faculty of Manufacturing Engineering
May 2008
BORANG PENGESAHAN STATUS TESIS

JUDUL: A MODEL OF PARKING SYSTEM BY AN APPLICATION OF PROGRAMMABLE LOGIC CONTROLLER

SESJ PENGAJIAN: 2007 - 2008

Saya UMAH BIN ABDUL HANAN

(HURUF BESAR)

mengaku membenarkan tesis (PSM/Sarjana/Doktor Falsafah) ini disimpan di Perpustakaan Universiti Teknikal Malaysia Melaka (UTeM) dengan syarat-syarat kegunaan seperti berikut:

1. Tesis adalah hak milik Universiti Teknikal Malaysia Melaka.
2. Perpustakaan Universiti Teknikal Malaysia Melaka dibenarkan membuat salinan untuk tujuan pengajian sahaja.
3. Perpustakaan dibenarkan membuat salinan tesis ini sebagai bahan pertukaran antara institusi pengajian tinggi.
4. **Sila tandemkan (√)

☐ SULIT (Mengandungi maklumat yang berdjarah keselamatan atau kepentingan Malaysia yang termaktub di dalam AKTA RAHSIA RASMI 1972)

☐ TERHAD (Mengandungi maklumat TERHAD yang telah ditentukan oleh organisasi/badan di mana penyelidikan dijalankan)

☐ TIDAK TERHAD

(TANDATANGAN PENULIS)

(TANDATANGAN PENYELIA)

Alamat Tetap:
1760, JALAN SENAI UTAMA 1/3/1,
TAMAN SENAI UTAMA,
81400 SENAI, JOHOR

Tarikh: 8/05/08

Cop Rasm:
NUR AIBAWATY BTE RAFAN
Pensyarah
Fakulti Kejuruteraan Pembinaan
Universiti Teknikal Malaysia Melaka
Kamar 503, 1200, Hang Tuah Jaya,
Ayer Keroh 75450 Melaka

Tarih: 8/05/08

* Tesis dimaksudkan sebagai tesis bagi ijazah Doktor Falsafah dan Sarjana secara penyelidikan, atau disertasi bagi pengajian secara kerja kursus dan penyelidikan, atau Laporan Projek Sarjana Muda (PSM).

** Jika tesis ini SULIT atau TERHAD, sila lampirkan surat daripada pihak berkuasa/organisasi berkenaan dengan menyatakan sekali sebab dan tempoh tesis ini perlu dikelaskan sebagai SULIT atau TERHAD.

© Universiti Teknikal Malaysia Melaka
APPROVAL

This thesis submitted to the senate of UTeM and has been accepted as partial fulfillment of the requirements for the degree of Bachelor of Manufacturing Engineering (Robotics and Automation). The members of the supervisory committee are as follow:

............................................................
Main Supervisor
(Official Stamp & Date)
DECLARATION

I hereby, declare this thesis entitled “A Model of Parking System by An Application of Programmable Logic Controller” is the result of my own research except as cited in the references.

Signature : ..........................................
Author’s Name : .....................................
Date : ...............................................
ABSTRACT

As the economy of a nation is getting stronger, more people can afford to buy their own cars. This is a common situation in developing country such as Malaysia. The increase number of car owners had causes problems such as road congestion and difficulties in parking the car due to limited number of car parks or parking lots. Example of these conditions can be seen in large cities or towns. One example of a conventional car park is by reserving a big piece of land where all the parking lots are on the ground level outside a building. Another type of conventional car park is the multi storey car parks where it is build underground or above the ground intended to reduce parking space. The weakness of these existing parking systems is that it requires the car drivers a lot of time to search for an empty parking lot hence wasting the car’s fuel. In some modern countries, they had already developed an alternative to counter this problem by building an automated parking system. The system will automatically park the car into the parking lot without being accompanied by the driver or passenger. The driver will enter a garage and leave the car there for the system to do the parking. Then, when the car owner want to retrieve their car, they will command the system to automatically sent there car back into the garage so they can exit the car park facility. In this project, a model of a parking system by an application of programmable logic controller (PLC) will be developed. The purpose is to give an overview on how a PLC works to control and automate a given system, in this case the parking model. The study will begin by understanding the basics of PLC and then applying the knowledge in automating the mechanism of the parking model. When the model is completed, analysis such as model operation analysis and emendation of the PLC ladder diagram will be carried out until the desired operation is achieved.
ABSTRAK

DEDICATION

For my beloved mother and father.
Praise be to Allah, that given me the strength and willingness to complete this assignment. I would like to take this opportunity to sincerely thank my supervisor, Pn. Nur Aidawaty binti Rafan for her attention and guidance all the time that I am doing this report. Without her help, I wouldn’t be able to chose such an interesting topic and finally finish this report successfully. Besides that, I also would like to thank to other significant parties such as En. Ruzaidi and Zarizal which had contribute technical supervision about the PLC device and programming. With their information much can be done to finish this research. Last but not least, my family members who are always supporting me throughout my years in UTeM.
# TABLE OF CONTENTS

Abstract ............................................................................................................................ i  
Abstrak .......................................................................................................................... ii  
Dedication ...................................................................................................................... iii  
Acknowledgement ......................................................................................................... iv  
Table of Contents ........................................................................................................... v  
List of Figures ................................................................................................................ ix  
List of Abbreviations, Signs and Symbols .................................................................... xi  
List of Appendices ........................................................................................................ xii

## 1.0 INTRODUCTION ................................................................. 1

1.1 Background ....................................................................................................... 1  
1.2 Problem Statements ........................................................................................... 3  
1.3 Objectives of Project ......................................................................................... 4  
1.4 Scope of Project ................................................................................................. 5

## 2.0 LITERATURE REVIEW ....................................................... 4

2.1 Automated Parking ............................................................................................ 4  
2.2 Programmable Logic Controller ....................................................................... 8  
   2.2.1 Introduction .............................................................................................. 8  
   2.2.2 Structure of PLC ...................................................................................... 9  
   2.2.3 Elements of Ladder Diagram ................................................................. 10  
   2.2.4 Example of Ladder Diagram .................................................................. 11  
   2.2.5 Example of PLC Application .................................................................. 14  
2.3 Elevator ............................................................................................................ 16  
   2.3.1 Introduction ............................................................................................. 16  
   2.3.2 Elevator Design ....................................................................................... 17
2.4 Relay ................................................................................................................. 20
  2.4.1 The Operation of Relay ........................................................................... 20
  2.4.2 Pole and Throw ........................................................................................ 22
  2.4.3 Advantages of Relays .............................................................................. 24
  2.4.4 Disadvantages of Relays ......................................................................... 24

3.0 METHODOLOGY ........................................................................................ 25
  3.1 Introduction ....................................................................................................... 25
  3.2 Research Methodology .................................................................................... 26
    3.2.1 Project Planning ..................................................................................... 26
    3.2.2 Literature Review ................................................................................... 26
    3.2.3 Design Project ........................................................................................ 27
      3.2.3.1 Conceptual Design ..................................................................... 27
      3.2.3.2 Mechanism of the Model ........................................................... 27
      3.2.3.3 CAD Designing.......................................................................... 28
      3.2.3.4 Human Machine Interface ......................................................... 28
    3.2.4 Identify Project Requirement ................................................................. 28
      3.2.4.1 Input and Output Devices .......................................................... 29
      3.2.4.2 Model Structure ......................................................................... 29
      3.2.4.3 Programmable Logic Controller ................................................ 29
    3.2.5 Implementation ....................................................................................... 29
      3.2.5.1 Fabrication ................................................................................. 30
      3.2.5.2 PLC programming ..................................................................... 30
      3.2.5.3 Wiring of the Model .................................................................. 30
    3.2.6 Testing and Analysis .............................................................................. 31
      3.2.6.1 Load Analysis ............................................................................ 31
      3.2.6.2 Connectivity Test ....................................................................... 31
      3.2.6.3 Model Operation Analysis ......................................................... 33
3.3 Tools and Equipments ................................................................. 33
  3.3.1 Automation Studio ................................................................. 33
  3.3.2 SolidWork 2005 .................................................................. 33
  3.3.3 Keyence KV-16T ................................................................. 34
  3.3.4 Keyence Ladder Builder Editor Version 1.51 ...................... 34
  3.3.5 Laser Cutting Machine ....................................................... 34
  3.3.6 Vertical Band Saw .............................................................. 34

4.0 RESULTS .................................................................................. 35
  4.1 The Parking Model Design .................................................... 35
    4.1.1 The Parking Model Structure Design ............................... 35
    4.1.2 The Control Panel .......................................................... 41
    4.1.3 Electrical System Design ............................................... 42
  4.2 Ladder Diagram ................................................................. 43
  4.3 The Operation of the Automated Parking System ................. 44

5.0 DISCUSSION .......................................................................... 47
  5.1 Limitation of I/O of the PLC .................................................. 47
  5.2 Test the Functions of the Relays ............................................. 48
  5.3 Consideration for Horizontal Motion of the Carrier ............... 50
  5.4 Consideration for Vertical Motion of the Lift ....................... 51
    5.4.1 Replace DC Motor for Powering the Lift ....................... 52
  5.5 Resistance in Long Wires ....................................................... 53
  5.6 Testing the Wiring of the PLC .............................................. 54
  5.7 Analysis on the Model Operation ........................................ 55

6.0 CONCLUSION .......................................................................... 57
  6.1 Conclusion ............................................................................ 57
  6.2 Recommendation ............................................................... 58
List of Figures

Figure 2.1  Schematic of a PLC ................................................................................. 10
Figure 2.2  Contacts and coil are basics ladder diagram components ...................... 11
Figure 2.3  General view of a picking robot ............................................................. 11
Figure 2.4  Flowchart of the picking robot operation sequence ............................... 12
Figure 2.5  Ladder diagram to control the picking robot .......................................... 13
Figure 2.6  Electromechanical system circuit for vertical rotational control .......... 14
Figure 2.7  Electromechanical system circuit for horizontal rotational control ...... 15
Figure 2.8  Mechanical concept of an elevator ......................................................... 18
Figure 2.9  The mechanical operation of a relay ....................................................... 21
Figure 2.10  Single pole single throw (SPST) ........................................................... 22
Figure 2.11  Single pole double throw (SPDT) ........................................................ 23
Figure 2.12  Double pole single throw (DPST) and double pole double throw (DPDT) ........................................................ 23

Figure 3.1  Flowchart shows summarization of the project’s methodology .......... 25
Figure 3.2  Wire labels to avoid complication during wiring setup ....................... 31
Figure 3.3  Ohmmeter can detect any break in the circuit ........................................ 32

Figure 4.1  Layout of the parking model ................................................................. 36
Figure 4.2  An isometric view of the parking model ................................................. 36
Figure 4.3  The carrier capable of horizontal and vertical motion ......................... 37
Figure 4.4  Positioning of the carrier and the lift ...................................................... 37
Figure 4.5  The carrier will scroll horizontally guided by the rail ............................. 38
Figure 4.6  The counterweight helps to balance the lift during operation ............... 38
Figure 4.7  The car model will rest on the pallet ...................................................... 39
Figure 4.8  The pallets and conveyors at the parking lots ....................................... 40
Figure 4.9  The pallet transferred between the parking lot and the lift by the conveyor system ......................................................... 40
<table>
<thead>
<tr>
<th>Figure</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>4.10</td>
<td>Top view of the control panel</td>
</tr>
<tr>
<td>4.11</td>
<td>Schematic wiring for the PLC, relays and input devices</td>
</tr>
<tr>
<td>4.12</td>
<td>Keyence Ladder Diagram Builder Editor interface</td>
</tr>
<tr>
<td>4.13</td>
<td>A part of the ladder diagram for the automated parking model</td>
</tr>
<tr>
<td>4.14a</td>
<td>The operation of the model</td>
</tr>
<tr>
<td>4.14b</td>
<td>The operation of the model</td>
</tr>
<tr>
<td>5.1</td>
<td>Electrical circuit to switch the motor direction</td>
</tr>
<tr>
<td>5.2</td>
<td>As the carrier contacts with the limit switch, it will change its direction</td>
</tr>
<tr>
<td>5.3</td>
<td>Electrical wiring inside the control panel</td>
</tr>
<tr>
<td>5.4</td>
<td>Two LED at same port but opposite polarity</td>
</tr>
<tr>
<td>5.5</td>
<td>The wheel and rail concept is the best option for the carrier</td>
</tr>
<tr>
<td>5.6</td>
<td>A lift system requires a counterweight as shown in (b)</td>
</tr>
<tr>
<td>5.7</td>
<td>The initial DC motor used for the lift</td>
</tr>
<tr>
<td>5.8</td>
<td>A 12 volt DC motor currently used for the lift</td>
</tr>
<tr>
<td>5.9</td>
<td>Two AA batteries cannot power the DC motors for long distance wiring</td>
</tr>
<tr>
<td>5.10</td>
<td>A 6 volt dry cell was used to power the DC motor circuit</td>
</tr>
<tr>
<td>5.11</td>
<td>Common wiring for the PLC input port</td>
</tr>
<tr>
<td>5.12</td>
<td>The input signal can be identified when the light indicator turns on</td>
</tr>
<tr>
<td>5.13</td>
<td>Configurations of the pallets capable by the current system</td>
</tr>
<tr>
<td>5.14</td>
<td>The comparison of the current system with an improve system</td>
</tr>
<tr>
<td>Abbreviation</td>
<td>Description</td>
</tr>
<tr>
<td>--------------</td>
<td>------------------------------------</td>
</tr>
<tr>
<td>PLC</td>
<td>Programmable Logic Controller</td>
</tr>
<tr>
<td>CAD</td>
<td>Computer Aided Drawing</td>
</tr>
<tr>
<td>VMT</td>
<td>Vehicle Miles Traveled</td>
</tr>
<tr>
<td>HC</td>
<td>Hydrocarbon</td>
</tr>
<tr>
<td>CO</td>
<td>Carbon Monoxide</td>
</tr>
<tr>
<td>NO2</td>
<td>Nitrogen Oxide</td>
</tr>
<tr>
<td>CO2</td>
<td>Carbon Dioxide</td>
</tr>
<tr>
<td>ASRS</td>
<td>Automated Storage and Retrieval System</td>
</tr>
<tr>
<td>RISC</td>
<td>Reduced Instruction Set Computer</td>
</tr>
<tr>
<td>IEC</td>
<td>International Electrotechnical Commission</td>
</tr>
<tr>
<td>PSC</td>
<td>Progressive Sequence Controller</td>
</tr>
<tr>
<td>DC</td>
<td>Direct Current</td>
</tr>
<tr>
<td>AC</td>
<td>Alternating Current</td>
</tr>
<tr>
<td>NO</td>
<td>Normally Open</td>
</tr>
<tr>
<td>NC</td>
<td>Normally Close</td>
</tr>
<tr>
<td>SPST</td>
<td>Single Pole Single Throw</td>
</tr>
<tr>
<td>SPDT</td>
<td>Single Pole Double Throw</td>
</tr>
<tr>
<td>DPST</td>
<td>Double Pole Single Throw</td>
</tr>
<tr>
<td>DPDT</td>
<td>Double Pole Double Throw</td>
</tr>
<tr>
<td>LED</td>
<td>Light Emitting Diode</td>
</tr>
<tr>
<td>V</td>
<td>Volt</td>
</tr>
<tr>
<td>OL</td>
<td>Opened Loop</td>
</tr>
<tr>
<td>CAM</td>
<td>Computer Aided Manufacturing</td>
</tr>
<tr>
<td>I/O</td>
<td>Input and Output</td>
</tr>
</tbody>
</table>
List of Appendices

A  Gantt Chart
B  Types of Mechanism of Automated Parking
C  Initial PLC Wiring
D  Technical Drawing
E  Initial Design of Carrier
F  Flow Charts for Ladder Diagram
G  Keyence KV-16T PLC Technical Information
H  Ladder Diagram
I  Photos of the Project
CHAPTER 1
INTRODUCTION

1.1 Background

An automated parking system is where the vehicle will drive into a garage and the driver will leave the vehicle in the garage. Then the system will automatically park the vehicle into the parking lot. After that, when a driver want to retrieve their vehicle, they will communicate the system via a console next to the garage to request their vehicle and so the vehicle will be position into the garage. Finally, the vehicle will easily drive out without wasting too much time unlike the conventional way of parking.

There are many types of automated parking facilities available in the market such as Robotic Parking, Unitronics and Rothary Parking Storage. These companies used various types of concepts to improve their speed of parking and retrieving the vehicles and also increasing the volume of parking lots. Their accommodation usually range from several hundreds to several thousands vehicles in one car park facility. Sometimes, the automated parking facilities are built inside a main building such as hotels, restaurants or shopping plaza. While, some car parks are built as a single structure.

For this final year project, an automated parking model will be fabricated to stimulate the system by using the programmable logic controller (PLC). The model will only accommodate two car models at a time just to showcase how the system works. The project begins with information seeking about PLC application and automated parking. Then, designing the model and modeling with computer aided drawing (CAD) software.
After that, the project will continue with PLC programming, model fabrication and finally testing and analyzing the model.

By the end of this project, hopefully the fundamentals in automation primarily in the application of PLC can be understood. Other than that, this project will educates how to develop a highly automated instrument or device by using the basic blocks in automation such as sensors, actuators, relays and PLC. Moreover, this project provides a platform to appreciate the technical knowledge which been learnt by implementing it towards accomplishing the project. This final year project is an exposure for dealing with real life problems by applying the trial and error process to overcome the obstacles and difficulties.

1.2 Problem Statements

Nowadays, the increased number of road users had caused not only traffic congestion but also problems in finding a parking vacancy. This situation is can be experienced by drivers in the cities or probably in the suburbs where an empty parking space is very hard to find. Normally, the conventional metro parking requires the driver to go up level by level until an empty parking space is noticed by the driver. This situation is very much time wasting and also waste of costly fuel. The conventional metro parking requires a larger land area but accommodates fewer vehicles compare to the automated parking system capability.

1.3 Objectives

The objectives of this project are:

1) Modeling a new parking system that is practical for small area.
2) Applying the PLC technology in controlling the automated parking model.
1.4 Scope of Work

The project emphasis on designing a model of an automated parking system which minimizes parking area size but maximize the parking space. Then, later on in the project, a concept of the parking system will be fabricated based on the design. Implementation of the programmable logic controller (PLC) will be made in to the model to automate the system. Finally, testing of the model and analysis will be carried out on the developed system.
CHAPTER 2
LITERATURE REVIEWS

2.1 Automated Parking

The automated parking system is not a new technology, whereas advance countries such as America, Canada, Japan and most European countries had utilized the advantage of automation in their parking facilities. A lot of research had been done to show the importance of automated parking system and also improvement of the system effectiveness.

Gerhard Haag (2004) had published an article specific about automated parking system. The title of the article is “Automated Parking: The Technology and its Impact on Urban Areas”. The article’s contents begin with stating the important of automated parking nowadays and show mathematical analysis how automated parking can save space compare to conventional parking. The result of the calculation is shown below:

\[
\begin{align*}
\text{Automated Parking} &= 1050 \text{ Cars (115,000sf)} \\
\text{Conventional Parking Lot} &= 700 \text{ Cars (245,000sf)}
\end{align*}
\]

The research also consists of an interview with the two experts in this field. The first one is James Clifford Greller from Voorhees Transportation Center, Rutgers University, New Brunswick New Jersey. The second one is Professor Darius Sollohub from New Jersey Institute of Technology. Both of the interviewee agrees very well with the development of automated parking in urban planning.
Gerhard Haag (2004) also considered the environmental issues in the research. He stressed on the excessive carbon monoxide gas emission by the vehicles when parking at a conventional parking facility. The implementation of automated parking system will counter this problem because the system uses electricity only to operate. A calculation to proof this statement is shown below:

Assumptions:

Taking into consideration the number of cars and lot size for a conventional garage:

- 924 car garage
- Footprint = 150' x 270'
- 8 levels
- Use of express ramps
- Assuming one turn per day per stall
- Average Vehicle Miles Traveled (VMT) (assuming travel to mid point at 4th level) per car per day to park and to exit = 5280': \( [2 \times 240' + 2 \times 90'] \times 4 \) levels \( \times 2 \) for entry & exit
- Assuming 275 days /year

Conservatively speaking:

The total average number of vehicle miles traveled (vmt)/yr = 254 100 miles/year
\( (5280' \times 924 \text{ cars} = 4,878,720 \text{ feet} \) divided by 5280'/ mile) = 924 miles/day \( \times 275 \text{ days} = 254 \text{ 100 miles/year}. \)

Conversion to pollutants emitted per year:

- Taking an average for an "average" passenger car and an "average" light truck.

Hydrocarbons: 3.3 grams / mile = 838,530 grams = 1,847 lbs. of HC / year

Carbon Monoxide: 25.5 grams / mile = 6,479,550 grams = 14,272 lbs. = 7.136 tons of CO / year
Nitrogen Oxides: 1.7 grams / mile = 431,970 grams = 951 lbs. of NO$_2$ / year

Carbon Dioxide: 1 pound / mile = 254,100 lbs. or 127 tons of CO$_2$ / year

Gasoline: 0.05 gallon / mile = 12,705 gallons gasoline / year

The research done by Gerhard Haag (2004) also emphasis on design and mechanical elements that had been applied in automated parking such as electro mechanical, hydraulics, pneumatic and linear motor. Below is the list of automated parking system available nowadays. The pictures of these mechanisms can be referred at appendix B:

a) Double stacker: It is easy to install, inexpensive when used in small number of lots, requires very careful parking, not suitable for extreme exterior climates condition, it is not useful for all types of car and it requires the removal of the bottom car if the upper car is needed by an operator.

b) Triple stacker: It is similar to a double stacker but with one more extra platform.

c) Paternoster: It has small footprint of about 22 X 25 feet, it is a niche market product, it is has limited parking spots between 24 and 32 per system, all cars needed to be shifted to access a single car and creates consumption of energy, wear out movable parts and noise.

d) Pallets system: It is a moveable stable plate and the vehicle will be place on it, no machinery needs to touch the car, all pallets are identical and thus the machinery does not need adjustments to handle various size, any dripping from the car such as oil and melted snow will captured onto the pallet and so it protects the machinery and other vehicles, it is design with drive-in guidance and has a wheel stopper incase the driver forgot to pull the handbrakes and it is sufficient to accommodates of most automobile with dimensions of approximately about 7 X 9 feet.
e) Comb system: an alternative to the pallet system. A gripper will grabs the rear and front tires capturing the vehicle to be transported into the parking lot.

f) Stacker crane system: A ‘stacker’ is guided on rails mounted to the foundation slab as well as on the roof and houses a lift inside a mechanism to push and pull the cars from the tower into the slots and reverse. It has been used successfully in the last 40 years in automated storage and retrieval system (ASRS). However the stacker can only handle one vehicle at one time. It is suitable for garage with 40 to 100 accommodations.

g) Shuttle/carrier technology: It is an upgrade to the old stacker crane system. It has multiple different devices around 10 to 50 platforms and can handle high peak traffic numbers. It is suitable for garage which handles above 1000 accommodations.

h) Chess parking: This is the most efficient parking available. The platforms is moved by air cushion or linear motors where the magnets were installed underneath the moving pallets and the stators were installed in fixed positions along the x and y directions and are this able to pull the platform along these different directions. Some chess parking uses electro mechanical devices such as sprockets, pulleys and etcetera. The main advantage is the high degree of space saving leaving only a small percentage of unused parking spaces per level.

i) Round parking silo: It provides the shortest possible distance from the entering area to the storage space and it typically provides for a stronger structural shell since a round shape will practically eliminate the possibility of the structure bending. It is not strong from a space savings viewpoint.

j) Spiral Climber: The machinery in the middle is arranged such that four cars can be handled at once. The levels are not horizontal, but arranged in a continuing winding spiral. Each loading station has a different elevation in order to access the
different storage locations. Typically, on the entrance level there are several Entry/Exit stations located so that each of the 4 machines can load/unload vehicles simultaneously.

2.2 Programmable Logic Controller (PLC)

The PLC or known as the brain of an automated systems or machineries will be the vital component in this project. Therefore, a thorough research and self-study about the PLC is required before using and implementing it to the project.

2.2.1 Introduction

Programmable logic controller or famously known as PLC is an electronic device used in automation of industrial process. A PLC obtains input data, processes it, and produces output data. Connected to sensors and actuators, PLCs are categorized by the number and type of inputs and outputs (I/O) ports they provide and by their I/O scan rate. Typically Reduced Instruction Set Computer (RISC) based and programmed in an International Electrotechnical Commission, IEC 61131 programming language. A PLC is designed for real-time use in rugged, industrial environments. Unlike general-purpose computers, the PLC is designed for multiple inputs and output arrangements and can withstand harsh condition such as:

a) Extended temperature ranges
b) Immunity to electrical noise
c) Resistance to vibration and impact.

Before the PLC, control, sequencing, and safety interlock logic for manufacturing automobiles was accomplished using relays, timers and dedicated closed-loop controllers. The process for updating such facilities for the yearly model change-over was very time