MICROSTRIP FILTER CALCULATOR

HAFIZAH BINTI YUSOP

This Report Is Submitted In Fulfillment Of Requirements For The Bachelor Degree of Electronic Engineering (Industrial Electronic)

Fakulti Kejuruteraan Elektronik dan Kejuruteraan Komputer
Universiti Teknikal Malaysia Melaka

April 2007
UNIVERSITI TEKNIKAL MALAYSIA MELAKA
FAKULTI KEJURUTERAAN ELEKTRONIK DAN KEJURUTERAAN KOMPUTER
BORANG PENGESAHAN STATUS LAPORAN
PROJEK SARJANA MUDA II

Tajuk Projek : MICROSTRIP FILTER CALCULATOR

Saya ...........................................HAFIZAH BINTI YUSOP............................... (HURUF BESAR)
mengaku membenarkan Laporan Projek Sarjana Muda ini disimpan di Perpustakaan dengan syarat-
syarat kegunaan seperti berikut:
1. Laporan adalah hak milik Universiti Teknikal Malaysia Melaka.
2. Perpustakaan dibenarkan membuat salinan untuk tujuan pengajian sahaja.
3. Perpustakaan dibenarkan membuat salinan laporan ini sebagai bahan pertukaran antara institusi
   pengajian tinggi.
4. Sila tandakan (√):
   □ SULIT*
   □ TERHAĐ*
   √ TIDAK TERHAĐ

(Mengandungi maklumat yang berdarah keselamatan atau
kepentingan Malaysia seperti yang termaktub di dalam AKTA
RAHISIA RASMI 1972)

(Mengandungi maklumat terhad yang telah ditentukan oleh
organisasi/badar di mana penyelidikan dijalankan)

Disahkan oleh:

(TANDATANGAN PENULIS)

Alamat Tetap No 35 JALAN AU4/9,
LEMBAH KERAMAT
54200 KUALA LUMPUR

Tarikh 27 APRIL 2007

(TANDATANGAN PENYELIA)

CHAIRULSYAH WASLI
Lecturer
Faculty Electronics and Computer Engineering (FKEKK)
Universiti Teknikal Malaysia Melaka (UTeM),
Locked Bag 1200,
Ayer Keroh, 75456 Melaka

Tarikh 27 APRIL 2007
"I admit this report is written by me except the summary and extraction for each I have been clearly presented."

Signature : 

Name : HAFIZAH BINTI YUSOP

Date : 27 APRIL 2007
"I admit that I had read this report and in my opinion this report is sufficient in the manner of scope and quality, to be awarded with a Bachelor of Electronic Engineering with honors (Industrial Electronic)"

Signature : [Signature]
Supervisor Name : EN. CHAIRULSYAH WASLI
Date : 27-4-2007
To my parents and brothers
ACKNOWLEDGEMENT

Thanks for Allah S.W.T for his blessing, that I can finish this project In Partial Fulfillment of Requirements for the Bachelor Degree of Electronic Engineering (Industrial Electronic). With a deep sense of gratitude, I wish to express my sincere thanks to my supervisor, Encik Chairulskyah Wasli, for his immense help in planning and executing the works in time. The confidence and dynamism with which Encik Chairulskyah Wasli guided the work requires no elaboration. His company and assurance at the time of crisis would be remembered lifelong. His valuable suggestions as final words during the course of work are greatly acknowledged. What I know today about the process of research, I learned from Encik Chairulskyah Wasli and other lecturer. I also want to thank my parents, who taught me the value of hard work by their own example. I would like to share this moment of happiness with my mother and brothers. They rendered me enormous support during the whole tenure of my research. The encouragement and motivation that was given to me to carry out my research work by my father, Yusop bin Hashim. Finally, I would like to thank all whose direct and indirect support helped me completing my thesis in time.
ABSTRACT

Low and high pass filters are used in many radio frequencies (RF) and microwave applications, such as communication to separate or combine different desired frequencies. Advancement in computer aid design (CAD) tools such as full-wave electromagnetic (EM) simulators has revolutionized filter design. The purpose of the project is to develop a low cost, calculator for microstrip filter design. But it will focus on parallel (edge)-coupled microstrip bandpass filter. In this project, a graphical user interface (GUI) will be design to determine the layout of the microstrip filter for given parameter. In the process, there is analysis and consideration of suitable methodology to use in designing of the microstrip low and high pass filter. It is important to understanding the step involved in constructing the microstrip filter as presently, there are many methods available to choose from. The main objective of the project is to conduct research and understand the existing literature on microstrip analysis and synthesis equations, to conduct research and understand the existing literature on microstrip filter and other variable, to propose a suitable design methodology and equations for developing of the calculator formulas and to develop a GUI use Matlab for the entry of the filter parameter and layout. Lastly, to design attractive and informative input and output display of parallel (edge)-coupled microstrip bandpass filter.
ABSTRAK

Penapis laluan rendah dan turas laluan tinggi digunakan dalam frekuensi radio (Rf) dan aplikasi gelombang mikro, seperti komunikasi mengasingkan atau menggabungkan frekuensi-frekuensi yang dikehendaki. Kemajuan komputer dalam reka bentuk bantuan (CAD) alat-alat seperti gelombang penuh elektromagnetik (EM) simulator telah merevolusikan reka bentuk turas. Tujuan projek ini adalah untuk membangunkan kalkulator satu kos rendah untuk mikrostrip reka bentuk turas. Tetapi untuk projek ini ia akan tertumpu atas selari (pinggir)-digandingkan mikrostrip penuras jalur laluan. Dalam projek ini, antara muka pengguna grafik (GUI) akan reka bentuk untuk menentukan susunatur mikrostrip menapis bagi parameter yang diperlukan. Proses analisis dan kaedah yang sesuai perlu diambil untuk menentukan sama ada ia mikrostrip turas tinggi atau rendah. Ia penting memahami mikrostrip turas dengan lebih mendalam. Objektif utama projek adalah untuk menjalankan penyelidikan dan fahaman kesusasteraan wujud di mikrostrip persamaan analisis dan sintesis, untuk menjalankan penyelidikan dan sifat mikrostrip turas dan pembolehubah lain, mencadangkan satu metodologi reka bentuk dan persamaan yang sesuai untuk membangun formula kalkulator dan untuk membangunkan satu GUI menggunakan Matlab untuk kemasukan turas parameter dan susunatur. Akhirnya, untuk merekabentuk input menarik dan informatif dan pameran pengeluaran selari (pinggir)-digandingkan mikrostrip penuras jalur laluan.
CONTENTS

CHAPTER ITEM PAGE

PROJECT TITLE i
DEDICATION v
ACKNOWLEDGEMENT vi
ABSTRACT vii
ABSTRAK viii
CONTENT ix
LIST OF TABLE xii
LIST OF FIGURE xiii
LIST OF SYMBOL xv

I
INTRODUCTION

1.1 INTRODUCTION OF THE PROJECT 1
1.2 OBJECTIVE 2
1.3 SCOPE OF PROJECT 3
1.4 PROBLEM STATEMENT 4

II
LITERATURE REVIEW

2.1 INTRODUCTION 5
2.2 HISTORY OF MICROSTRIP 5
2.3 MICROSTRIP TRANSMISSION LINE THEORY 6
2.4 WAVE IN MICROSTRIP 8
  2.4.1 Substrate Material 9
  2.4.2 Types of Substrate 10
   2.4.2.1 Common substrate materials 10
2.5 SINGLE MICROSTRIP TRANSMISSION LINE 13
EQUATION ANALYSIS
2.5.1 Single Microstrip Transmission Line Equation Synthesis 16
2.5.2 Parallel-Coupled, Half Wavelength Resonator Filter 17
2.6 FILTER THEORITICAL 20
2.6.1 The Frequency Domain 21
2.7 FLOW CHART 23

III
PROJECT METHODOLOGY 25

IV
PROJECT IMPLEMENTATION 26
4.1 INTRODUCTION 26
4.2 UNDERSTAND THE BASIC THEORY 26
  4.2.1 The Matlab System 28
  4.2.2 Development Environment 28
  4.2.3 The Matlab Mathematical Function Library 28
  4.2.4 The Matlab Language 28
  4.2.5 Handle Graphics 29
  4.2.6 The MATLAB Application Program Interface (API) 29
4.3 DESIGN THE GRAPHICAL USER INTERFACE (GUI) 30
4.4 FLOW CHART FOR PROJECT IMPLEMENTATION 31
RESULT

5.1 INTRODUCTION 33
5.2 EXPECTED RESULT 33
5.3 TEST 34
5.4 THE SMOOTHNESS OF THIS PROJECT 34
5.5 EXAMPLE OF CALCULATION

CONCLUSION AND SUGGESTION

6.1 INTRODUCTION 47
6.2 DISCUSSION 47
6.3 CONCLUSION 49
6.4 SUGGESTION
   6.4.1 Upgrade the M-file program and the Fig-file 49
   6.4.2 Build the Database 49
   6.4.3 Make Analysis Bandpass Filter 50

REFERENCES 51
APPENDIX A 52
APPENDIX B 63
## LIST OF TABLE

<table>
<thead>
<tr>
<th>NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>Circuit Design Parameter</td>
<td>20</td>
</tr>
<tr>
<td>5.1</td>
<td>Result from Calculation</td>
<td>45</td>
</tr>
</tbody>
</table>
# LIST OF FIGURE

<table>
<thead>
<tr>
<th>NO.</th>
<th>TITLE</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>General Microstrip Structure</td>
<td>6</td>
</tr>
<tr>
<td>2.2</td>
<td>(a) Transmission line of length</td>
<td>7</td>
</tr>
<tr>
<td></td>
<td>(b) Primary Constant Assigned to Lumped Element Model of Transmission Line</td>
<td>7</td>
</tr>
<tr>
<td>2.3</td>
<td>Microstrip Transmission line</td>
<td>8</td>
</tr>
<tr>
<td></td>
<td>(a) Geometry</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(b) Cross Sectional View With Electric and Magnetic Field lines</td>
<td>9</td>
</tr>
<tr>
<td>2.4</td>
<td>General Structure of Parallel (edge) - Coupled Microstrip Bandpass Filter</td>
<td>18</td>
</tr>
<tr>
<td>2.5</td>
<td>Frequency Domain Responses for Lowpass Filter</td>
<td>21</td>
</tr>
<tr>
<td>2.6</td>
<td>Frequency Domain Responses for Highpass Filter</td>
<td>21</td>
</tr>
<tr>
<td>2.7</td>
<td>Frequency Domain Responses for Bandpass Filter</td>
<td>22</td>
</tr>
<tr>
<td>2.8</td>
<td>Frequency Domain Responses for Bandstop Filter</td>
<td>22</td>
</tr>
<tr>
<td>2.9</td>
<td>Flow Chart To Get The Value of $\varepsilon_r$, $Z_0$</td>
<td>23</td>
</tr>
<tr>
<td>2.10</td>
<td>Flow Chart To Get The Value of length (l), section (s), width (w)</td>
<td>24</td>
</tr>
<tr>
<td>3.1</td>
<td>Flow Chart for Project Methodology</td>
<td>25</td>
</tr>
<tr>
<td>4.1</td>
<td>Flow Chart for Project Implementation</td>
<td>31</td>
</tr>
<tr>
<td>5.1</td>
<td>Front Page</td>
<td>34</td>
</tr>
<tr>
<td>5.2</td>
<td>Microstrip Filter Calculator Interface</td>
<td>35</td>
</tr>
<tr>
<td>5.3</td>
<td>Microstrip Filter Calculator Interface (Answer)</td>
<td>36</td>
</tr>
</tbody>
</table>
5.4 Result from Matlab Calculation
5.5 Layout for Microstrip Filter Calculator
<table>
<thead>
<tr>
<th>Symbol</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>$\varepsilon_r$</td>
<td>Dielectric Constant</td>
</tr>
<tr>
<td>$\varepsilon_{eff}$</td>
<td>Effective dielectric constant</td>
</tr>
<tr>
<td>$\lambda$</td>
<td>Wavelength</td>
</tr>
<tr>
<td>$\pi$</td>
<td>pi</td>
</tr>
<tr>
<td>$\Omega$</td>
<td>Ohms</td>
</tr>
<tr>
<td>$f$</td>
<td>Frequency</td>
</tr>
<tr>
<td>$h$</td>
<td>Height</td>
</tr>
<tr>
<td>$w$</td>
<td>Width</td>
</tr>
<tr>
<td>$Z_\circ$</td>
<td>Impedance</td>
</tr>
<tr>
<td>$l$</td>
<td>Length</td>
</tr>
</tbody>
</table>
CHAPTER I

INTRODUCTION

1.1 INTRODUCTION OF THE PROJECT

The use of microstrip in the design of microwave components and integrated circuits has gained tremendous popularity since the last three decades. Many researchers have presented numerous equations for the analysis and synthesis of microstrip. A variety of sophisticated computer aided designed (CAD) software packages have evolved from such work. Along with the sophistication come a high price tag, copy protection schemes, and training requirements that create difficulties for exploratory usage in an academic environment. There is a need for a low cost, user friendly, open system software package that can be used as an effective training aid on microstrip design.

This project will focus on developing a low cost, user-friendly, calculator for microstrip low pass filter. This project will design graphical user interface to determine the layout parameter of the microstrip filter for the given physical and parameter and of substrate that require. The other variable are: type of filter, type of pass and stop band response frequency and BW. This project will use matlab for display and calculating support. The new software comprises two parts; a simple interactive graphical user
interface (GUI) for entry of the filter design parameter, and a filter calculator to calculate based on the input parameters.

1.2 OBJECTIVE

The purpose of the project is to develop a low cost, calculator for microstrip filter design. In the process, there is analysis and consideration of suitable methodology to use in designing of the microstrip low and high pass filter. It is important to understanding the step involved in constructing the microstrip filter as presently, there are many methods available to choose from.

To achieve these aims, the objectives of the project are formulated as follows:

1. To conduct research and understand the existing literature on microstrip analysis and synthesis equations.
2. To conduct research and understand the existing literature on microstrip filter and other variable.
3. To propose a suitable design methodology and equations for developing of the calculator formulas.
4. To develop a GUI for the entry of the filter parameter and layout that will be link to matlab.
5. To design attractive and informative input and output display.
1.3 SCOPE OF PROJECT

The scope of this project basically is the study of microstrip filter. This includes the study of the type of filters, type of response, $\varepsilon_r$ of substrate that we want use. In this project, also will design the software to determine the layout of the microstrip filter for the given parameter.

The study of the type of filter will includes low pass filter, high pass filter, band pass filter and band stop filter. It is also includes all the filter characteristic, formula etc. For the type of responses are Butterworth filter, Chebychev filter response, Bessel filter and Cauer filter. Then, for $\varepsilon_r$ of substrate that have to use such as alumina, FR4 Fiberglass, PTFE, Quartz and etc.

For any physical parameters it will includes Bandwidth, ripple, frequency, and number of section. The software will calculate the dimensions of structure of filter such as $l$ (length), $w$ (width), $s$ (space) and also will display the layout figure.
1.4 PROBLEM STATEMENT

Nowadays, many software can be found on the internet, but none of them is cover 100% user desire. Some of them have limited parameter to be measured, limited range measurement. Some calculators also include in microwave software but they are expensive. This project will build friendly, cheap, wide range measurement software. Hopefully, with this microstrip filter calculator will help user in calculation.
CHAPTER II

LITERATURE REVIEW

2.1 INTRODUCTION

In this chapter, all the theory and formula that involve with microstrip filter will be discussed. Other than that, the application of microstrip filter also will be stated.

2.2 HISTORY OF MICROSTRIP

Microstrip is a planar transmission line, similar to stripline and coplanar waveguide. Microstrip was developed by ITT laboratories as a competitor to stripline (first published by Grieg and Engelmann in the December 1952 IRE proceedings). According to Pozar, early microstrip work used fat substrates, which allowed non-TEM waves to propagate which makes results unpredictable. In the 1960s the thin version of microstrip became popular.
2.3 MICROSTRIP TRANSMISSION LINE THEORY

Microstrip is a planar transmission line. It is a single conducting strip (microstrip line) with a width \( W \) and a thickness \( t \) is on the top of a sheet dielectric substrate that has a relative dielectric constant \( \varepsilon_r \) and a thickness \( h \), and the bottom of the substrate is a ground (conducting) plane.

![Diagram of microstrip structure]

Figure 2.1: General microstrip structure

Microstrip, just the same as all transmission line which carries the RF signal from one point to another. In general, the transmission lines are represented as R, L, G and C (series resistance, series inductance, shunt admittance and shunt capacitance) in a circuit as illustrated below [1]. The lumped circuit element approximations of transmission line circuit theory are not valid in microwave frequencies (with short wavelength, \( \lambda \)). The microwave components usually are distributed not lumped [1].
Figure 2.2: The equivalent circuit of a short length (L) of general transmission line.

(a) Transmission line of length (L). (b) Primary constants assigned to a lumped element model of a transmission line.

Microstrip line cannot support a pure transverse electromagnetic TEM[1] wave. The electric and magnetic field lines and ground plane are not entirely contained in the substrate. It is extended within two guided media – air above and dielectric below. Therefore, the fields are considered as quasi-TEM mode [2], [3]. The wave propagations will not depend only on the material properties, but also on the physical dimensions of the microstrip [3]. Such transmission line has effective dielectric constant ($\varepsilon_{\text{eff}}$) and unique characteristic impedance ($Z_0$) is determined by selected W/h ratio and substrate material used [2].

Circuit built with microstrip transmission line has several advantages [2], [4]:

- The circuit can be fabricated easily at a substantially lower cost.
- Accessible for probing and circuit measurement.
- Reasonable RF power handling and allow low impedance.
- Smaller circuit size can be obtained.
- Able to handle wide operating bandwidth.
2.4 WAVE IN MICROSTRIP

The fields in the microstrip extend within two media—air above and dielectric below—so that the structure is inhomogeneous. Due to this inhomogeneous nature, the microstrip does not support a pure TEM wave. This is because that a pure TEM wave has only transverse components, and its propagation velocity depends only on the material properties, namely the permittivity $\varepsilon$ and the permeability $\mu$. However, with the presence of the two guided-wave media (the dielectric substrate and the air), the waves in a microstrip line will have no vanished longitudinal components of electric and magnetic fields, and their propagation velocities will depend not only on the material properties, but also on the physical dimensions of the microstrip.

The geometry and the cross sectional view of a microstrip line is illustrated below.
2.4.1 Substrate Material

Important qualities of the dielectric substrate include

- The microwave dielectric constant
- The frequency dependence of this dielectric constant which gives rise to "material dispersion" in which the wave velocity is frequency-dependent
- The surface finish and flatness
- The dielectric loss tangent, or imaginary part of the dielectric constant, which sets the dielectric loss
- The cost
- The thermal expansion and conductivity
- The dimensional stability with time
- The surface adhesion properties for the conductor coatings
- The manufacturability (ease of cutting, shaping, and drilling)
- The porosity (for high vacuum applications we don't want a substrate which continually "outgases" when pumped)