Total Productive Maintenance Implementation in Laboratory

Thesis submitted in accordance with the requirements of the Universiti Teknikal Malaysia Melaka for the Degree of Bachelor of Engineering Manufacturing (Design)

By

Nor Syakiroh Binti Tajudin

Faculty of Manufacturing Engineering
May 2007
JUDUL: TOTAL PRODUCTIVE MAINTENANCE IMPLEMENTATION IN LABORATORY

SESII PENGAIJAN: 2/2006-2007

Saya __________________________

NOR SYAKIROH BINTI TAJUDIN

Mengaku membenarkan tesis (PSM/Sarjana/Doktor Falsafah) ini disimpan di Perpustakaan Universiti Teknikal Malaysia Melaka (UTeM) dengan syarat-syarat kegunaan seperti berikut:

1. Tesis adalah hak milik Universiti Teknikal Malaysia Melaka.
2. Perpustakaan Universiti Teknikal Malaysia Melaka dibenarkan membuat salinan untuk tujuan pengajian sahaja.
3. Perpustakaan dibenarkan membuat salinan tesis ini sebagai bahan pertukaran antara institusi pengajian tinggi.
4. **Sila tandakan (√) (Mengandungi maklumat yang berdjarah keselamatan atau kepentingan Malaysia yang termaktub di dalam AKTA RAHSIA RASMI 1972)

☐ SULIT

☐ TERHAD (Mengandungi maklumat TERHAD yang telah ditentukan oleh organisasi/badan di mana penyelidikan dijalankan)

☐ TIDAK TERHAD

Disahkan oleh: __________________________

(TANDATANGAN PENYELIA)

(Alamat Tetap:)

No. 8, Taman Emas,
09200 Kupang,
Kedah Darulaman.

Tarih: 15/05/2007

Cop Rasmi: __________________________

(TANDATANGAN PENULIS)

(Tarikh: 16/5/2007)

* Tesis dimaksudkan sebagai tesis bagi Ijazah Doktor Falsafah dan Sarjana secara penyelidikan, atau disertasi bagi pengajian secara kerja kursus dan penyelidikan, atau Laporan Projek Sarjana Muda (PSM).
** Jika tesis ini SULIT atau TERHAD, sila lampirkan surat daripada pihak berkuasa/organisasi berkenaan dengan menyatakan sekali sebab dan tempoh tesis ini perlu dikelaskan sebagai SULIT atau TERHAD.
DECLARATION

I hereby, declare this thesis entitled “Total Productive Maintenance Implementation in Laboratory” is the results of my own research except as cited in the reference.

Signature : .................................................................

Author’s Name : NOR SYAKIROH BT TAJUDIN

Date : 15 MAY 2007
DECLARATION

I hereby, declare this thesis entitled "Total Productive Maintenance Implementation in Laboratory" is the results of my own research except as cited in the reference.

Signature : ............................................................
Author’s Name : NOR SYAKIROH BT TAJUDIN
Date : 15 MAY 2007
APPROVAL

This thesis submitted to the senate of UTeM and has been accepted as fulfillment of the requirement for the degree of Bachelor of Manufacturing Engineering (Design). The members of the supervisory committee are as follows:

..........................................................  
(Mr. Nor Akramin Bin Mohamad)  
Main supervisor  
Faculty of Manufacturing Engineering
ABSTRACT

For this thesis, the main focus of the final year project is the Tungsten Inert Gas (TIG) welding machines. Total Productive Maintenance (TPM) is a maintenance program which involves a newly defined concept for maintaining plant, equipment and facilities at office or laboratory. Therefore, the TPM is applying to the machines at FKP laboratory such as lathe machine, milling machine, drilling machine and Metal inert gas (MIG) welding machine. The Faculty of Manufacturing Engineering (FKP) machines are just for pilot study before applying the same TPM implementations to the TIG welding machines. For this case study at TIG welding machine, firstly there is one model for the machine that applied the TPM technique. The machine will be checked every month. All problems machines will be mark at the form sheet and the problem solving is identified to plot the Pareto chart. The main problem is mark, so that the maintenance will do to the target part of the machine. Then, the 5S operations are applied to the all machines. After that, the machines that have been maintained will have their counter measure to make it better. So, the inspection for the machines is done for make it success. This TPM implementations are use to increased work efficiency through focused improvement, autonomous maintenance, the so-called ‘‘5S approach’’. The global marketplace has become increasingly competitive in recent times and organizations are faced with the challenge of effecting continuous improvement in services for sustained user satisfaction. Therefore the total productive maintenance (TPM) is a new approach to equipment and facility management.
ABSTRAK

DEDICATION

For my parents, Tajudin Bin Bakar and Sabariah Binti Ismail, for my siblings and friends
ACKNOLEDGMENT

Al-Hamduillah, with the support and guidance I received, my ‘Project Sarjana Muda II’ thesis project is now complete.

I would like to take this opportunity to deliver my deepest gratitude to the entire respective lecturer, Mr. Nor Akramin B Mohamad, as my project supervisor who guides me along these semester session of my project. A bunch of thankful also to my supervisor as provided advices and valuably guidance in preparation and completion the entire of this project.

Other than that, I also would like to apologies to all who that involves with me in this ‘Project Sarjana Muda II’ if there are any mistakes I have done along this 15 weeks I finish my project. I hope that this ‘Project Sarjana Muda I’ can be useful and help me to improve my studies and also as an experience when I start my first works yet.

Last but not least, I would like to thank my beloved parents Mr. Tajudin B. Bakar and Sabariah Bt. Ismail, siblings and my dearest friends for their help and strong encouragement support all the way.

Thank you, once again.
TABLE OF CONTENTS

Abstract .................................................................................. i
Abstrak ................................................................................... ii
Dedication ............................................................................... iii
Acknowledgement ....................................................................... iv
Table of content........................................................................ v
List of figures........................................................................... vi
List of table ............................................................................... vii
List of chart .............................................................................. vii

1. INTRODUCTION ................................................................. 1
   1.1 Background ....................................................................... 1
      1.1.1 Benefits of Total productive maintenance (TPM) ............ 2
      1.1.2 Types of Total productive maintenance (TPM) ............... 3
   1.2 Problem statement .......................................................... 3
   1.3 Objective .......................................................................... 3
   1.4 Scope of the research ....................................................... 4

2. LITERATURE REVIEW ......................................................... 5
   2.1 Introductions .................................................................... 5
   2.2 Total productive maintenance (TPM) ................................. 5
   2.3 Strategic Objectives of Total Productive Maintenance .......... 8
   2.4 Goal of Total Productive Maintenance (TPM) .................... 8
      2.4.1 Improving equipment effectiveness ............................... 8
      2.4.2 Improve Maintenance Efficiency and Effectiveness ........ 9
2.4.3 Early Equipment Management and Maintenance Prevention .............9
2.4.4 Increase production using total productive maintenance (TPM) .......10
2.4.5 Training to Improve the Skills of All People Involved ..................11
2.4.6 Involving Operators (Occupants) in Routine Maintenance ............12
2.5 TPM works to eliminate losses ..................................................12
2.6 TPM implementation ..................................................................13
2.7 TPM Structure ..........................................................................14
2.8 A Structure for Implementing TPM ..............................................15
2.9 Situation and procedure for a soft introduction ..............................17
2.10 Practical implications .................................................................17
2.11 Summaries of category research ................................................19

3 METHODOLOGY ...........................................................................23
3.1 Introduction ................................................................................23
3.2 Methodology flow .......................................................................26
  3.2.1 General methodology ............................................................26
  3.2.2 TPM Implementation ............................................................27
    3.2.2.1 TPM Implementation steps ..............................................28
3.3 Gantt Chart .................................................................................29

4 PILOT STUDY ................................................................................31
4.1 Introduction of pilot study ............................................................31
4.2 Step 1 .........................................................................................31
  4.2.1 Lathe machine .......................................................................32
    4.2.1.1 How to Use the Lathe Machine .......................................34
  4.2.2 Welding machine ....................................................................35
    4.2.2.1 How to Use the Welding Machine ....................................35
  4.2.3 Milling machine ........................................................................37
    4.2.3.1 Safety precautions ..........................................................37
  4.2.4 Drilling machine .......................................................................39
4.3 Step 2 ................................................................. 40
  4.3.1 Lathe machine ............................................. 40
    4.3.1.1 Frequent of Machine problems ...................... 41
    4.3.1.2 Percentage ............................................. 41
    4.3.1.3 Pareto chart ........................................... 42
  4.3.2 Welding machines (MIG) .................................. 43
    4.3.2.1 Pareto chart ........................................... 43
  4.3.3 Milling machine .......................................... 44
    4.3.3.1 Pareto chart ........................................... 44
  4.3.4 Drilling machine .......................................... 45
    4.3.4.1 Pareto chart ........................................... 45
4.4 Step 3 ............................................................. 46
  4.4.1 Lathe machine ............................................. 46
    4.4.1.1 Pareto chart (before) ................................. 48
    4.4.1.2 Analyze the data ..................................... 49
    4.4.1.3 Pareto chart (after) ................................. 49
  4.4.2 Welding machine .......................................... 50
    4.4.2.1 Table frequencies of welding problem ............... 50
    4.4.2.2 Pareto chart (before) ................................. 50
    4.4.2.3 Analyze the data ..................................... 51
    4.4.2.4 Pareto chart (after) ................................. 51
  4.4.3 Milling machine .......................................... 52
    4.4.3.1 Percentages ............................................ 52
    4.4.3.2 Pareto chart (before) ................................. 52
    4.4.3.3 Analyze data ........................................... 53
    4.4.3.4 Pareto chart (after) ................................. 53
  4.4.4 Drilling machine .......................................... 54
    4.4.4.1 Percentage ............................................ 54
    4.4.4.2 Pareto chart (before) ................................. 54
    4.3.4.3 Analyze data ........................................... 55
6.0 DISCUSSION .................................................................84
7.0 CONCLUSION .............................................................86
8.0 SUGGESTIONS .............................................................88
9.0 REFERENCES ...............................................................90

10.0 APPENDICES

A: Pilot Study
B: Case Study
C: Questionnaires
<table>
<thead>
<tr>
<th>Table</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td>TPM planning</td>
<td>14</td>
</tr>
<tr>
<td>2.2</td>
<td>Summery of the category research (TPM)</td>
<td>19</td>
</tr>
<tr>
<td>3.1</td>
<td>Schedule planning PSM 1</td>
<td>29</td>
</tr>
<tr>
<td>3.2</td>
<td>Schedule planning PSM 2</td>
<td>30</td>
</tr>
<tr>
<td>4.1</td>
<td>Lathe problems form</td>
<td>40</td>
</tr>
<tr>
<td>4.2</td>
<td>Frequencies of welding problem</td>
<td>50</td>
</tr>
<tr>
<td>4.3</td>
<td>Welding analyze data</td>
<td>51</td>
</tr>
<tr>
<td>4.4</td>
<td>Milling percentages</td>
<td>53</td>
</tr>
<tr>
<td>4.5</td>
<td>Lathe, MIG Welding, Milling and Drilling machines</td>
<td>57-60</td>
</tr>
<tr>
<td>5.1</td>
<td>TIG Welding Machine Problems</td>
<td>68</td>
</tr>
<tr>
<td>5.2</td>
<td>TIG Welding Machines Schedule</td>
<td>73-74</td>
</tr>
<tr>
<td>5.3</td>
<td>Inspection Weekly (1-6 Weeks)</td>
<td>76</td>
</tr>
<tr>
<td>5.4</td>
<td>Inspection: Monthly (1 Year)</td>
<td>77</td>
</tr>
<tr>
<td>5.5</td>
<td>Problems Inspection: Weekly (1-6 Weeks)</td>
<td>78</td>
</tr>
<tr>
<td>5.6</td>
<td>Problems Inspection monthly</td>
<td>79</td>
</tr>
<tr>
<td>5.7</td>
<td>TIG welding machine final result</td>
<td>80</td>
</tr>
<tr>
<td>5.8</td>
<td>Results from Questionnaires</td>
<td>82</td>
</tr>
<tr>
<td>Figure</td>
<td>Description</td>
<td>Page</td>
</tr>
<tr>
<td>--------</td>
<td>--------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>4.1</td>
<td>Lathe machine</td>
<td>32</td>
</tr>
<tr>
<td>4.2</td>
<td>MIG welding machine</td>
<td>35</td>
</tr>
<tr>
<td>4.3</td>
<td>Milling machine</td>
<td>37</td>
</tr>
<tr>
<td>4.4</td>
<td>Drilling machine</td>
<td>39</td>
</tr>
<tr>
<td>4.7</td>
<td>Lathe Pareto chart</td>
<td>42</td>
</tr>
<tr>
<td>4.8</td>
<td>MIG welding Pareto chart</td>
<td>43</td>
</tr>
<tr>
<td>4.9</td>
<td>Milling Pareto chart</td>
<td>44</td>
</tr>
<tr>
<td>4.10</td>
<td>Drilling Pareto chart</td>
<td>45</td>
</tr>
<tr>
<td>4.11</td>
<td>Condition of Equipments before 5S</td>
<td>47</td>
</tr>
<tr>
<td>4.12</td>
<td>Condition of Equipments before 5S</td>
<td>47</td>
</tr>
<tr>
<td>4.13</td>
<td>5s Pareto chart of lathe (before)</td>
<td>48</td>
</tr>
<tr>
<td>4.12</td>
<td>5s Pareto chart of lathe (after)</td>
<td>49</td>
</tr>
<tr>
<td>4.13</td>
<td>5s Pareto chart of welding (before)</td>
<td>50</td>
</tr>
<tr>
<td>4.14</td>
<td>5s Pareto chart of welding (after)</td>
<td>51</td>
</tr>
<tr>
<td>4.15</td>
<td>5s Pareto chart of milling (before)</td>
<td>52</td>
</tr>
<tr>
<td>4.16</td>
<td>5s Pareto chart of milling (after)</td>
<td>53</td>
</tr>
<tr>
<td>4.17</td>
<td>5s Pareto chart of drilling (before)</td>
<td>54</td>
</tr>
<tr>
<td>4.18</td>
<td>5s Pareto chart of drilling (after)</td>
<td>55</td>
</tr>
<tr>
<td>5.1</td>
<td>TIG welding machine</td>
<td>63</td>
</tr>
<tr>
<td>5.2</td>
<td>TIG welding parts</td>
<td>64</td>
</tr>
<tr>
<td>5.3</td>
<td>Leaking Gases</td>
<td>67</td>
</tr>
<tr>
<td>5.4</td>
<td>Work Clamp</td>
<td>67</td>
</tr>
<tr>
<td>5.5</td>
<td>Ceramics Parted</td>
<td>67</td>
</tr>
<tr>
<td>5.6</td>
<td>5s Pareto chart of TIG welding (before)</td>
<td>68</td>
</tr>
<tr>
<td>Section</td>
<td>Description</td>
<td>Page</td>
</tr>
<tr>
<td>---------</td>
<td>------------------------------------------------------------------------------</td>
<td>------</td>
</tr>
<tr>
<td>5.7</td>
<td>Condition Before 5s</td>
<td>70</td>
</tr>
<tr>
<td>5.8</td>
<td>Condition After 5s</td>
<td>70</td>
</tr>
<tr>
<td>5.9</td>
<td>5s Pareto chart of TIG welding (after)</td>
<td>71</td>
</tr>
<tr>
<td>5.10</td>
<td>TIG Welding Space</td>
<td>81</td>
</tr>
<tr>
<td>5.11</td>
<td>5s Pareto charts of questionnaires</td>
<td>83</td>
</tr>
</tbody>
</table>
LIST OF CHARTS

3.1 Methodology flow .................................................................26
3.2 5 Steps of implementations ..................................................28
4.1 Lathe flow .................................................................34
4.2 Welding flow .................................................................36
5.1 TIG welding flow .............................................................65
CHAPTER 1
INTRODUCTION

1.1 Background introduction

According to Albert H.C. Tsang, P.K. Chan,( Mar 2000), total productive maintenance (TPM) is an innovative approach to maintenance which holds the potential for enhancing effectiveness of production facilities. It demands significant change of work culture and radical restructuring of work.

According to Nipponenso, (1960), a Japanese manufacturer of automotive electrical parts the origin of the term "Total Productive Maintenance" is disputed. It was first coined by American manufacturers over forty years ago. Others contribute its origin to a maintenance program used in the late 1960's. It involves a newly defined concept for maintaining plants and equipment. Philosophically, TPM resembles Total Quality Management (TQM) in several aspects, such as total committed to the program by upper level management is required, employees must be empowered to initiate corrective action, and a long range outlook must be accepted as TPM may take a year or more to implement and is an on-going process.

According to Robert S. Jostes and Marilyn M. Helms Total productive maintenance (TPM) describes a synergistic relationship among all organizational functions, but particularly between production and maintenance, for continuous improvement of product quality, operational efficiency, capacity assurance and safety. Total quality management (TQM) is an approach to continuous improvement that involves all levels of an organization. It takes elements such as statistical process
control, self-directed work teams, just-in-time inventory management, and total productive maintenance and fashions them into the overall “total quality” objective.

1.1.1 Benefits of Total Productive Maintenance (TPM) such as:

1) Breakdown losses result in equipment downtime for repairs and are unexpected. Associated costs include downtime, labor and spare parts.

2) Set-up and adjustment losses occur during product changeovers, shift change or other changes in operating conditions. Ramp-up efficiency losses would be included in this category.

3) Minor stoppage losses are typically from zero to 10 minutes in length and include machine jams and other brief stoppages that are difficult to record manually. As a result, these losses are usually hidden from efficiency reports and are built into machine capabilities. When combined, they can represent substantial equipment downtime.

4) Speed losses occur when equipment must be slowed down to prevent quality defects or minor stoppages. In most cases, this loss is not recorded because the equipment continues to operate, albeit at a lower speed. Speed losses obviously have a negative effect on productivity and asset utilization.

5) Quality defect losses are caused by the manufacture of defective or sub-standard products, which must be reworked or scrapped. These losses include the labor and material costs (if scrapped) associated with the off-specification production.

6) Yield losses reflect the wasted raw materials associated with the quantity of rejects and scrap that result from start-ups, changeovers, equipment limitations, poor product design, etc. It excludes the category 5 defect losses that result during normal production.
1.1.2 Types of Total Productive Maintenance (TPM):

There are 4 types of Total Productive Maintenance (TPM) implementations such as:

1) Preventive Maintenance
2) Corrective Maintenance
3) Prevention Maintenance
4) Break – down Maintenance

1.2 Problem statement

There is no good schedule for machine maintenance and sometimes there are more machines in progress at the same time. Besides that, the maintainers also do not have skill to repair and maintain the machine and do know when must put oil at the machine. These problems are happened in Faculty of Manufacturing Engineering (FKP) laboratory.

1.3 Objectives

The objectives of this project such are:

1) To understand and study about Total Productive Maintenance (TPM).
2) To identify and analyze the issue of TPM at laboratory.
3) Improving equipment effectiveness
4) Improving maintenance of machines performance.
1.4 Scopes of the Research

The scopes of this project are such as:

1) Applying the TPM principles of TIG welding machine in FKP laboratory.
2) Analyzing the effectiveness of the TPM.
3) This research is done at FKP laboratory.
CHAPTER 2
LITERATURE REVIEW

2.1 Introduction

The literature review discuss about the improvement in manufacturing through Total Productive Maintenance (TPM) principles. Improvement the machines such as lathe, milling, drilling and welding by study how to repair the machine, analyze the machine problem and make a planning of problem solving are the main sources of causing the performance of the machine and the maintenance in manufacturing process. By the analysis and observation during apply the TPM principles to the all machines, we can see the systems at the laboratory are more practical because the each machine is maintain by their own technicians and the staff. This TPM is also can reduce the failed until zero and can maximize the performance maintenance besides minimize the cost of tooling maintenance in laboratory.

2.2 Total productive maintenance

According to Moubray, 1991, Total Productive Maintenance (TPM) is a maintenance program which involves a newly defined concept for maintaining plants and equipment. The goal of the TPM program is to markedly increase production while, at the same time, increasing employee morale and job satisfaction. The TPM program closely resembles the popular Total Quality Management (TQM) program. Many of the
same tools such as employee empowerment, benchmarking, documentation, etc. are used to implement and optimize TPM. Total Productive Maintenance (TPM) (Moubray, 1991) is a Maintenance program concept. Philosophically, TPM resembles Total Quality Management (TQM) in several aspects, such as Total commitment to the program by upper level management is required, employees must be empowered to initiate corrective action, and a long range outlook must be accepted as TPM may take a year or more to implement and is an on-going process. Changes in employee mind-set toward their job responsibilities must take place as well. The origin of the term "Total Productive Maintenance" is disputed. Some say that it was first coined by American manufacturers over forty years ago. Others contribute its origin to a Maintenance program used in the late 1960's by Nippondenso, a Japanese manufacturer of automotive electrical parts. Seiichi Nakajima, an officer with the Institute of Plant Maintenance in Japan is credited with defining the concepts of TPM and seeing it implemented in hundreds of plants in Japan.

According to Maggard and Rhyne, 1992 Total Productive Maintenance is not the same as a maintenance department that repairs breakdowns (breakdown maintenance). TPM is a critical adjunct to lean manufacturing. If machine uptime is not predictable and if process capability is not sustained, we cannot produce at the velocity of sales. One way to think of TPM is "deterioration prevention", not fixing machines. For this reason many people refer to TPM as "Total Productive Manufacturing" or "Total Process Management". TPM is a proactive approach that essentially aims to prevent any kind of slack before occurrence. Its motto is "zero error, zero work-related accident, and zero loss." Think of productive equipment as we think of our cars or telephones: they are ready to go when we need them, but they need not run all the time to be productive. For this concept to function properly, the machines must be ready when we need them and they must be shut down in such a fashion as to be ready the next time. Key measures include efficiency while running and quality. Overall Equipment Effectiveness (OEE) tells us how TPM is working, not just the typical measures of uptime and throughput. TPM is a close companion of 5S and uses elements of the visual workplace. Operators know what maintenance tasks are theirs; they also know what tasks are appropriate for the skilled trades maintenance crew. TPM is an empowering philosophy that helps create